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This  Design  is  proposed  to  be  built  of  stone,  and  where  materials  and  labor  are  cheap  it  will 
not  prove  by  any  means  an  expensive  building. 

The  first  cost  of  a  stone  building  would  undoubtedly  exceed  that  of  a  framed  one,  but  the 
durability  and  substantial  appearance  of  the  former,  amply  compensates  for  the  difference  in 
cost.  Nevertheless,  should  it  be  desirable  to  have  a  framed  dwelling,  the  Plans  and  Designs 
here  given,  will  equally  answer  for  that  purpose. 

The  style  adopted  for  this  Design  is  attractive,  and  peculiarly  suitable  for  a  country  dwelling. 
The  depth  and  solidity  of  the  Window  dressings  and  other  parts,  give  a  substantia]  charac- 
ter to  the  edifice. 

By  referring  to  the  Side  Elevation,  it  will  be  seen  that  the  Gable  End  is  carried  up  differ- 
ently to  the  ordinary  sloped  gable ;  a  mode  of  construction  peculiar  to  the  style  of  this  Design, 
and  advantageous  to  the  appearance  of  the  Building. 

The  first  story  Plan  exhibits  a  Piazza,  Entrance  Hall  and  Staircase,  a  Parlor,  Bed  Room  ana 
Kitchen ;  also  a  Porch  to  the  rear  entrance. 

The  second  story  Plan  gives  three  good  Bed  Rooms. 


PLATE  XLIX. 
A  Perspective  View,  showing  the  Entrance,  Front  and  Side  of  the  Building. 


Front  and  Side  Elevations. 

The  First  and  second  story  Plans. 


PLATE  L 


PLATE  LI 


PLATE  LII. 

Details.— Pig!  1.  Window  Lintel. — Fig.  2.  Cornice  for  1st  Story  rooms. — Fig.  3.  Base. — Fig.  4.  Piazza, 
Column,  &c.  A.  Cornice.  B.  Frieze.  C.  Capital.  1).  Shah.  E.  Base. — Fig.  5.  Plan  of  Capital. — Fig.  6. 
Plan  of  Shaft.  -Ms.  7.  Plan  of  Base. 


Estimate  $1,730. 
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CARPENTERS'  SPECIFICATION. 


Stories. 


Timber. 


ahum  unions.      Thirty-two  feet  wide  in  front;  for  the  depth  and  arrangement  see  the  plans.    Two  stories 
high,  exclusive  of  the  cellar  and  cockloft. 

The  cellar  will  be  7  feet ;  first  story  9  feet ;  second  story  8  feet  6  inches. — All  to  he  of  the  above 
height  in  the  clear  when  finished.    The  mason  will  do  all  the  digging  necessary. 

The  first  and  second  tier  of  beams  will  be  3  by  10  inches,  and  all  placed  16  inches,  from  centres ; 
the  trimmers  and  trimmer  beams  4  by  10  inches.  The  third  tier  of  beams  will  be  3  by  8  inches, 
and  all  placed  3  feet  from  centres.  The  rafters  to  be  3  by  8  inches,  placed  3  feet  from  centres 
with  collar  beams ;  wall  plates  5  by  8  inches, — all  to  be  of  the  first  quality  northern  white  pine, 
mill  sawed,  square  edged,  well  seasoned,  framed  and  put  on  in  the  best  manner ;  the  ends  of  the 
beams  will  be  cut  on  a  bevel,  so  that  the  underside  may  rest  4  inches  on  the  wall,  and  the  upper 
side  enter  the  wall  but  one  inch.  Two  rows  of  cross  bridging  in  each  tier  of  beams  clone  with  wall 
strips,  nailed  with  two  10-penny  nails  in  each  end.    Sufficient  timber  for  the  piazza  and  porch. 

The  partitions  throughout  will  be  set  with  3  by  4  inch  joist  placed  16  inches  from  centres.  The 
door  studs  to  be  4  by  6  inches.  The  exterior  wall  will  be  ferred  off  with  strips  of  hemlock  boards 
2  inches  wide,  and  placed  16  inches  from  centres.    Ferring  for  ceiling  of  second  story. 

For  the  number  and  size,  see  the  drawings.  All,  except  in  die  cockloft,  to  be  French  casement 
frames;  sash  2  inches  thick,  hung  with  butts,  and  fastened  with  bolts  and  knob-latch  on  the  lower 
story,  and  with  a  neat  button  on  the  two  upper  stories.  In  the  cockloft,  the  sash  to  be  in  one  fold, 
securely  hung  with  butts.  Fanlights  over  the  two  outside  doors,  made,  hung,  and  fastened  in 
the  same  manner. 


Partitions 


Windows. 


Hoofs, 
Cornices,  Ac. 


Floors. 


Stairs. 


Doors. 


Triiuui  inji  s. 


The  roofs  will  be  planked  with  hemlock  boards,  laid  with  an  inch  joint,  and  to  be  covered  with 
the  first  quality  bunch  shingles — laid  5  inches  to  the  weather,  and  well  nailed.  Lead  to  be 
placed  in  the  valleys.  The  roofs  of  piazza  and  porch  to  be  covered  with  one  cross  tin,  soldered  ;  tin 
leaders  to  carry  the  roof  water  to  the  ground. 

The  cornices  will  be  as  shown  by  the  drawings.    Scuttle  in  the  roof  securely  hung  and  fastened. 

The  first  and  second  story  floors  will  be  laid  with  the  first  quality,  mill  worked,  tongued  and 
grooved  1^  inch  white  pine  plank,  well  seasoned  and  well  nailed,  laid  in  courses,  and  to  be  free 
from  black  or  loose  knots,  and  defects  of  every  kind.  The  floor  of  cockloft  will  be  of  common  11 
inch  white  pine  plank. 

The  stairs  will  be  as  shown  on  plan.  The  steps  1\  inch.  The  risers  1  inch ;  all  of  white  pine, 
with  coves,  &c.  Step  ladder  from  the  first  story  to  the  cellar,  enclosed,  and  door  at  top ;  step  lad- 
der from  second  story  to  cockloft ;  3  inch  round  rail,  1|  inch  turned  balusters,  6  inch  newel.  All 
of  mahogany,  well  varnished.    The  stairs  to  be  well  put  up  and  timbered. 

The  entrance  door  will  be  double  faced,  in  4  panels,  2  inches  thick,  hung  with  5  inch  butts,  and 
fastened  with  8  inch  door  lock,  with  bolts,  &c.  The  other  doors  in  first  story  will  be  If  inches 
thick,  double  faced,  made  in  6  panels,  hung  with  butts  and  fastened  with  6  inch  rim-locks,  with 
porcelain  knobs  and  escutcheons.  The  outside  doors  to  have  bolts.  The  doors  in  the  second  story 
will  be  li  inches  thick,  double  faced,  hung  with  butts,  and  fastened  with  5  inch  rim-locks.  All 
the  butts,  bolts,  locks,  &e.  to  be  of  the  best  America  .  manufacture. 

The  doors  and  windows  in  the  first  story  will  be  trimmed  with  6  inch  Gothic  Architraves  ;  the 
hall,  parlor  and  bed-room  doors  to  have  crown  mouldings.  The  second  story  doors  and  windows 
will  be  trimmed  with  4k  inch  Gothic  Architraves.  The  windows  all  to  be  trimmed  to  the  floor 
with  panel  backs.    A  neat  base  in  each  slorv  made  of  plank,  and  moulded. 
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Materials. 


The  piazza  and  porch,  will  ba  made  as  shown  on  plan.  The  floors  will  be  laid  with  tongued 
and  grooved,  beaded  and  planed  1£  inch  white  pine  plank.  The  ceilings  will  be  done  with  tongued, 
grooved,  beaded  and  planed  |  inch  boards,  all  laid  in  courses  and  well  nailed,  and  free  from  defects 
of  every  kind.    For  the  columns,  &c.  of  the  piazza,  see  the  plate  of  details. 

All  the  wood  work  usually  painted,  will  have  two  good  coats  of  pure  white  lead  in  oil.  The 
exterior  wood-work  will  be  painted  brown  stone  color,  to  correspond  with  the  stone  sills  and  lintels, 
and  will  have  three  coats  and  be  sanded;  also,  the  chimney  tops. 

The  Glass  in  the  parlor,  bedroom,  and  hall  of  the  first  story  will  be  of  the  first  quality  Winslow 
crown  ;  the  residue  of  glass  will  be  of  the  first  quality  American  cylinder,  all  well  selected,  and  to 
be  free  from  stains  and  other  defects — and  all  put  in  in  the  best  manner. 

The  materials  all  to  be  of  the  first  quality.  The  lumber  and  timber  to  be  well  seasoned.  The 
work  to  be  done  in  a  neat,  substantial,  and  workmanlike  manner. 


MASONS'  SPECIFICATION. 

DESIGN  13. 

Foundation*  There  will  be  a  base  course  composed  of  large  stone,  each  at  least  3  feet  long,  and  of  propor- 
stonc  walls,  tionate  width  and  thickness,  laid  crossways,  edge  to  edge,  under  the  entire  length  of  walls ;  the  top 
of  base  course  to  be  8  inches  below  the  cellar  floor.  Sufficient  base  course  under  the  centre  walls 
and  chimneys  in  the  cellar.  The  exterior  walls  will  start  at  the  base  course,  and  will  be  22  inches 
thick  up  to  the  first  story  floor;  thence  18  inches  thick  to  the  top.  All  built  of  a  good  quality  of  blue 
building  stone.  So  much  of  the  wall  as  comes  above  ground  will  be  laid  in  courses  and  pointed. 
Foundations  under  piazza  and  porch  columns.  All  the  above  stone  walls  to  be  laid  up  in  the  best 
manner,  in  the  best  lime  and  sharp  sand  mortar. 

Brick  walls,     The  centre  wall  in  cellar  will  be  8  inches  thick,  and  will  be  carried  up  to  the  first  stoiw  floor. 

The  fire  places  and  chimneys  will  be  built  as  shown  on  plans,  each  carried  out  above  the  roof,  and 
finished  with  a  Gothic  chimney  top,  made  of  cement.  A  false  chimney  top  to  correspond  upon  the 
main  building.  All  to  be  the  first  quality  hard  burnt  brick,  laid  in  the  first  quality  Thomaston  lime 
and  sharp  sand  mortar. 

Brownsione  a  water  table,  8  inches  rise,  with  wash  cut  on  the  top  and  two  door  sills  in  the  same.  A  moulded 
lintel  and  sill  to  each  window.  For  the  pattern,  see  the  elevations  and  plate  of  details.  All  to  be 
of  the  first  quality  brown  free  stone,  well  cut  and  rubbed. 

iron  work.  Anchors  to  every  fifth  beam;  also,  anchors  to  render  the  building  secure  in  all  its  parts.  Crane 
to  kitchen  fire-place,  with  chains,  pot  hooks,  &c.  Arch-bars  for  the  same ;  i  inch  round  bars 
well  secured,  to  the  cellar  windows. 

Plastering.  j[le  first  amj  second  stories  will  be  lathed,  and  plastered  three  coats,  the  last  of  which  shall  be 
hard  finish.  Neat  Gothic  cornice  in  the  first  story.— (See  plate  of  details.)  The  ceiling  of  cellar  to 
be  plastered  one  coat.  The  hair  to  bt  ong  and  sound ;  best  Thomaston  lime,  sharp  sand  and  Cro- 
ton  steam  plaster;  and  all  to  be  made  in  the  best  proportions. 

B Mantels  neat  mal'We  Mantel  in  the  first  story,  to  cost  30  dollars,  with  grate  to  cost  10  dollars.  One 

additional  marble  Mantel  for  second  story,  to  cost  15  dollars,  with  grate  to  cost  8  dollars;  all  exclu- 
sive of  setting.    Marble  Hearths.    Blue  stone  Hearth  to  kitchen  fire-place. 

Materials.  niatci i:ils  to  be  of  the  first  quality.    The  work  to  be  done  in  a  neat,  substantial,  and  work- 

manlike manner. 


PJyJ  7'FJ  SO. 


-..FRONT  ELEVATION. 


i 


PLATE,  62 


Presents  a  very  compact,  and  commodious  house,  in  a  neat  and  simple  style,  devoid  of  orna- 
ment, and  with  no  pretensions  to  elegance  except  in  its  harmonious  proportions. 

It  will  be  found  quite  convenient  for  a  small  family  on  the  outskirts  of  a  city,  or  as  a  village 
residence. 

The  principal  floor  plan  shows  the  economical  arrangement  of  the  fire-places,  to  use  one 
chimney  for  all  the  fires.  On  this  floor  is  the  parlor,  sitting  room,  two  bed  rooms,  one  of  which 
may  be  used  for  a  store-room  and  pantry  for  the  living  room ;  two  closets  convenient  to  both 
principal  rooms,  a  front  and  rear  passage,  and  a  piazza  across  the  front,  the  central  part  of 
which  is  enclosed  for  a  porch.  The  basement  may  be  arranged  to  suit  the  convenience  of  the 
family,  with  kitchen,  cellar,  milk-room  and  closets.  The  second  story  contains  five  good  sized 
bed-rooms.  The  hall,  giving  access  to  the  two  front  rooms,  passes  through  an  arch  in  the 
chimney.    The  cockloft  can  be  arranged  as  required. 


PLATE  LIII. 

A  Perspective  View,  showing  the  Entrance  Front,  and  End  of  the  Building. 

PLATE  LIV. 

The  Front  and  End  Elevations. 

PLATE  LV. 

The  First  and  second  story  Plans. 

PLATE  LVI. 

Details. — Fig.  1.  Section  of  Chimney,  showing  the  opening  for  passing  into  the  front  passage.  A.  Second 
Story  Floor.  B.  First  Story  Floor.  C.  Cellar  Floor.  D.  Foundation  for  Chimney.  E.  Kitchen  Fire-Place. 
F.  Oven  Fire-Place.  e.  and  f.  Flues  for  same.  G.  Sitting  Room  Fire-Place.  H.  Parlor  Fire-Place.  g.  and 
h.  Flues  for  same.  I.  Arched  Opening. — Fig.  2.  Shows  the  Brackets,  Siding,  and  Eaves  of  the  Roof. — Fig.  3. 
Shows  the  Mode  of  Constructing  the  Piazza. 

Estimate  $760. 
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CARPENTERS'  SPECIFICATION. 

The  main  building  is  thirty-four  feet  wide  by  19  feet  6  inches  deep,  and  two  stories  high,  with 
a  cockloft.  The  wing  is  8  feet  8  inches  deep,  and  30  feet  wide;  it  is  one  story  high.  A  cellar 
under  the  entire  building.   For  the  arrangement  and  subdivision  of  the  several  stories  see  the  plans. 

The  cellar  will  be  8  feet ;  first  story  9  feet  6  inches ;  second  story  8  feet. — All  the  stories  to  be  of 
the  above  height  in  the  clear  when  finished.    The  mason  will  make  the  necessary  excavations. 

The  posts. 5  by  8  inches,  sills  4  by  6  inches,  interties  4  by  8  inches,  rafters  3  by  6  inches, 
and  placed  30  inches,  from  centres.  The  beams  will  be  3  by  8  inches,  and  all  placed  16  inches 
from  centres.  The  trimmers  and  trimmer  beams  4  by  8  inches;  the  door  and  window  posts  4  by 
6  inches; — all  to  be  of  the  first  quality  northern,  mill  sawed,  square  edged,  well  seasoned,  white 
pine,  well  framed  and  put  on  in  the  best  manner.    The  pins  of  hard  wood. 

All  the  partitions  to  be  set  with  3  by  4  inch  hemlock  joist.  The  studs  throughout  the  exterior 
frame  will  be  4  by  6  inch  hemlock  joist.  The  ceiling  of  the  wing  in  the  first  story  will  be  ferred 
down  level  over  the  two  small  rooms,  to  correspond  in  height  with  the  under  part  of  the  floor  of  the 
small  rear  bed  room  in  the  cockloft  of  the  wing. 

For  the  number  and  size,  see  the  drawings.  They  will  all  be  made  as  French  casements  except 
in  the  wing,  where  they  will  have  sash  l£  inches  thick,  box  frames,  hung  with  weights,  hemp  cord 
and  patent  pullies.  The  sash  of  the  other  windows  will  be  2  inches  thick,  hung  with  butts,  and 
fastened  with  French  knob-latch  and  flush  brass  spring  bolts. 

The  exterior  siding  will  be  done  with  rabeted  weather  boarding,  and  all  put  on  flush  ;  to  be  done 
with  $  inch  white  pine  boards,  and  to  average  6  inches  wide  ;  bead  corner  boards,  &c.  All  to  be 
free  from  loose  or  unsound  knots,  and  to  be  well  nailed.  For  the  plan  of  weather-boarding,  see 
plate  of  Details  in  No.  10. 

The  roofs  will  be  covered  with  the  first  quality  pine  bunch  shingles — laid  4A  inches  to  the 
weather,  and  securely  nailed  to  oak  lath  of  1  by  2  inches ;  the  lath  to  be  well  nailed  to  the  rafters. 
A  scuttle  in  the  roof  securely  hung  and  fastened. 

The  first  and  second  story  floors,  and  that  part  of  the  cellar  floor  forming  the  kitchen,  will  be 
laid  with  the  first  quality,  merchantable,  mill  worked,  planed,  tongued  and  grooved  1£  inch  white 
pine  seasoned  plank,  of  the  usual  width,  laid  in  courses,  well  nailed,  and  to  be  free  from  black  or 
loose  knots,  shakes,  <fcc.  The  kitchen  floor  plank  to  be  laid  on  locust  sleepers,  placed  upon  the 
ground,  with  their  top  sides  levelled  to  receive  the  plank. 

A  plain  broad  bead  base,  6  inches  high,  throughout  the  house. 

The  entrance  doors  will  be  If  inches  thick,  double  faced,  made  in  4  panels,  hung  with  butts,  and 
fastened  with  7  inch  rim-locks.  The  parlor  doors  will  be  1-i-  inches  thick,  double  faced,  made  in  4 
panels,  hung  with  butts  and  fastened  with  6  inch  rim-locks.  The  other  doors  will  be  1|  inch 
thick,  single  faced,  made  in  4  panels,  hung  with  butts,  and  fastened  with  5  inch  rim-locks,  brass 
knobs  and  escutcheons  to  all  the  locks.  The  locks  and  butts  all  to  be  of  the  best  quality  American 
manufacture.  The  doors  and  windows  throughout  the  first  story  to  be  trimmed  with  4  inch  bead 
casings  with  band  mouldings.  The  windows  trimmed  with  plank  sills.  Venetian  blinds  to  each 
window,  securely  hung,  and  fastened  with  patent  fastenings. 

Will  be  as  shown  on  plan.  The  steps  1|  inch  thick.  The  risers  1  inch  thick,  of  white  pine  ;  2£ 
inch  round  rail,  1£  inch  plain  turned  balusters,  4  inch  newel.  All  of  hard  wood,  and  well  var- 
nished. The  stairs  to  the  cellar  enclosed,  with  a  door  at  the  top;  step  ladder  from  second  story  to 
the  roof. 
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As  shown  by  drawing.  The  floor  laid  with  planed,  tongued  and  grooved  white  pine  plank. 
The  roof  to  be  covered  with  common  H.  tin,  soldered  and  warranted  tight.  Piazza  to  be  ceiled  with 
tongued,  grooved,  and  beaded  narrow  f  inch  boards,  well  nailed.  The  centre  of  piazza  enclosed  for 
a  porch,  as  per  plan,  and  wainscoted  to  the  height  of  3  feet  from  the  floor 

Neat,  plain  pilaster  Mantels,  with  base  caps,  shelf,  frieze,  &c.  to  the  two  principal  rooms,  painted 
imitation  of  marble  ;  1^  inch  shelf  to  kitchen  fire-place,  supported  by  1|  inch  brackets;  all  well 
varnished. 


All  the  wood  work  usually  painted,  to  have  two  good  coats  of  pure  best  white  lead  in  oil. 
Glass  throughout  to  be  of  the  first  quality  American  cylinder,  free  from  stains  and  defects. 

To  be  of  a  good  quality.    The  work  to  be  done  in  a  substantial,  workmanlike  manner. 


The 


MASONS'  SPECIFICATION. 

DESIGN  14. 

Digging.  The  mason  will  excavate  for  the  cellar  under  the  entire  building. 

foundation.  A  base  course  composed  of  large  stone,  each  piece  at  least  2  feet  long,  and  of  proportionate  width 
and  thickness,  laid  crossways,  edge  to  edge,  under  the  entire  length  of  walls  ;  the  flat  side  of  the  stone 
underneath  the  joints  filled  with  stone  chips  and  mortar.  The  top  of  base  course  to  be  6  inches 
below  the  cellar  floor.  From  the  base  course  the  walls  will  be  18  inches  thick  up  to  the  proper 
height  to  receive  the  timber  sill.  The  exterior  wall  above  ground  will  be  laid  in  courses  and 
pointed,  and  all  built  of  good  hard  stone,  laid  in  best  lime  and  sharp  sand  mortar. 

Brick  work.  The  chimney  will  be  as  shown  on  plan,  built  of  hard  burnt  brick,  laid  in  best  lime  and  sand 
mortar  ;  built  as  per  drawing  ;  carried  out  above  the  roof,  and  capped  with  stone.  Trimmer  arches 
for  hearths.    Piers  for  piazza  and  porch. 

Plastering.  The  first  and  second  stories  throughout  and  the  kitchen  to  be  lathed,  and  plastered  two  coats  and 
a  skim,  finished  plain.  Long  sound  hair ;  best  Thomaston  lime,  Croton  plaster ;  all  mixed  in  the 
best  proportions. 

Fire  stuffs,       Brown  stone  fire  stuff  to  two  fire-places.    Blue  flag  hearth  to  kitchen  fire-place. 

dec. 

itiateriais.        To  be  of  good  quality,  and  the  work  done  in  the  best  manner. 


FLA  TIE  $4?, 


FRONT   EL  E VATI  ON. 


END   E  L  E  V  A  T  I  ON. 


PL  A  TR  56. 


We  present  our  readers  of  this  number  with  the  most  commodious  ^ouse  that  can  be  built 
for  the  amount  named  in  the  estimate.  The  estimate  is  calculated  on  the  supposition  that  the 
trees  stand  on  the  site,  or  within  rolling  distance  of  it;  the  labor  of  cutting  and  notching  only 
is  included,  which  must  also  be  deducted  if  the  builder  is  the  intended  occupant :  in  which 
case  the  cost  will  decrease  one  half. 

To  City  Subscribers  this  design  is  new,  perhaps  picturesque.  To  Western  residents  it  is 
very  familiar;  but  they  may  derive  some  useful  information  from  the  Details,  which  are 
improvements  on  the  old  fashioned  regular  built  log  cabin.  To  a  sporting  gentleman,  desiring  a 
modest  and  cheap  hunting  box  in  his  own  forest,  with  ample  accommodation  for  a  large  deer 
hunting  party,  this  design  is  valuable.  An  inspection  of  the  plan  will  show  readily,  that  such 
a  building,  after  construction,  can  be  extended  in  any  desirable  direction,  and  to  any  rational 
limit,  without  injury  or  inconvenience  to  the  original  parts.  This  design,  if  carefully  executed, 
will  produce  a  dwelling  inferior  to  none  in  point  of  comfort,  and  on  the  score  of  cheapness  and 
durability  beyond  comparison. 


PLATE  LVII 
Perspective  View,  showing  the.  Front  and  End. 

PLATE  LVIII. 

Shows  Front  and  End  Elevations. 

PLATE  LIX. 

The  Plans  of  the  Stories. 

PLATE  LX. 
Details.— Fig.  1.  The  Walls.— Fig.  2.  The  Roof. 

Estimate  $175. 


f 


> 


CARPENTERS'  SPECIFICATION. 

(For  Dimensions  and  Arrangement,  see  the  drawings.) 

stories.  No  cellar  under  any  part  of  the  building — 1st  story  8  feet  in  the  clear,  when  finished;  cock-loft 

above.    Roof  to  rise  6  inches  to  1  foot  in  the  centre  of  the  main  building. 

Timber,  &c.  The  sides  and  roofs  will  be  formed  as  per  working  drawings — (see  plate  of  details.)  The  logs 
used  in  the  construction  of  the  outside  walls  are  to  be  selected  from  the  best  and  straightest  trees  in 
the  forest  where  built.  They  should  be  as  nearly  of  the  same  age  as  possible.  If  any  difference 
in  age  and  size,  the  smallest  trunks  should  be  used  towards  the  top.  Chestnut  trees  are  to  be  pre- 
ferred, where  there  is  a  choice  of  trees  of  different  kinds.  The  tier  of  beams  for  the  floor  of  the 
cock-loft  should  be  3  by  8,  and  placed  20  inches  from  centre  ;  mill  sawed  white  pine,  or  any  other 
wood  most  convenient;  hard  wood  pins  to  steady  the  walls  near  the  openings,  as  per  drawing: 
trimmer  and  trimmer  beams  4  by  8  inches.  The  studding  for  partitions  to  be  done  with  3  by  4 
inch  hemlock  joist,  placed  16  inches  from  centres,  and  ceiled  with  narrow  plank.  No  rafters 
required — (see  plate  of  roof.) 

windows.  For  the  number  and  size,  see  drawings.  The  sashes  all  1£  inch  thick,  common  plank  frames  ; 
both  sashes  to  shove  up  and  down,  and  to  fasten  with  buttons;  no  outside  or  inside  shutters. 

(See  plan  of  details.)  If  a  shingle  roof  is  preferred,  (see  roof  in  specification  of  Design  No.  5,  of 
this  work.) 

The  floors  to  be  laid  op  locust  sleepers,  laid  on  the  ground  20  inches  apart ;  the  plank  to  be  well 
selected  common  1£  inch  pine  plank,  laid  in  courses,  and  well  nailed  after  being  seasoned. 

The  outside  door  will  be  If  inches,  made  as  per  drawing,  and  cut  in  two  parts,  to  hang  and 
fasten  separately ;  each  part  to  have  two  stout  butt  hinges  and  6  inch  rim-lock  on  the  inside  ; 
wooden  latch  on  the  inside  of  the  lower  part,  furnished  with  a  small  hemp  cord,  passed  through  a 
hole  and  hanging  outside.  The  other  doors  will  be  1{-  inches  thick,  single  faced,  hung  with  butts, 
and  fastened  with  bolt  and  thumb-latch ;  trimmings  plain  ;  common  plank  sills;  door  jambs  1^  inch. 

A  strong  step  ladder  from  the  first  story  to  the  cock-loft,  well  made  and  put  up. 

A  neat  bracket  mantel  in  each  room  in  the  lower  story;  shelf  1|  inch  thick,  of  hard  wood,  var- 
nished two  coats.  A  similar  shelf  under  the  front  window  outside,  supported  on  brackets — (see 
elevation.) 

The  wood-work  of  doors  and  windows  to  be  painted  two  good  coats  white  lead  in  oil.  The 
glass  throughout  to  be  good  quality  American  cylinder,  well  glazed. 


Floors. 


Doors. 


Stairs. 
ManteSs. 


i'aiittiti^ 

and 
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MASONS'  SPECIFICATION. 

DESIGN  15. 

Chimney.  Carry  up  a  foundation  for  chimney  of  the  largest  stone  found  near  the  site,  well  laid  in  cement, 
if  it  can  be  procured;  if  not,  in  good  mortar.  Carry  up  the  chimney  from  the  hearth  to  the  top 
with  smaller  stone  or  common  hard  burnt  brick,  laid  in  lime  and  hard  sand  mortar;  flag  hearth, 
and  iron  crane  to  kitchen  fire-place. 

The  inside  of  the  outer  walls  and  the  ceilings,  unless  ceiled,  will  be  plastered  2  coats  and  skim- 
med; done  with  besi,  ameand  sharp  sand  mortar;  hair  long  and  sound;  all  put  on  in  the  best 
manner. 

JBatgri*l6,        The  materials  throughout  to  be  of  the  best  quality.    The  work  to  be  done  in  a  strong  and  sub 
stantial  manner. 


TLA  TE  58. 


SIDE  ELEVATION. 


EN  0  ELEVATION. 
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PLATA  60 


Rectangular  formed  dwellings  are  preferred  on  account  of  .the  comparative  low  cost  for 
which  they  can  be  executed.  Were  it  otherwise,  a  greater  opportunity  would  be  afforded  the 
Architect  for  display  of  variety.  In  the  production  of  Designs  circumscribed  by  the  desire  to 
attain  cheapness  and  utility,  it  is  difficult  to  avoid  appearances  of  monotony.  This  is  more 
especially  manifest,  when  it  is  understood  that  to  obtain  cheapness  of  execution  in  the  con- 
struction of  Dwellings,  the  minor  parts — architraves,  mouldings,  and  trimmings — must  conform 
to  those  modes  with  which  the  ordinary  Carpenter  is  familiar.  The  plans,  showing  the  interior 
arrangement,  admit  of  variety;  and  the  disposition  of  apartments  requires  the  judgment  of  an 
experienced  Architect. 

The  success  with  which  this  branch  of  our  subject  has  been  attended,  will  be  evident  to 
those  who  refer  to  the  1st  volume  of  the  "  American  Architect." 

Design  16  is  a  neat  and  tasteful  dwelling,  having  ample  interior  arrangements  to  suit  a  small 
family.  The  first  story  has  a  Piazza  in  front,  Entrance  Hall  and  Stairs,  two  Rooms  and  a 
Kitchen,  with  Pantries.  A  cellar  is  underneath  the  kitchen.  The  second  story  contains  three 
Bedrooms. 


PLATE  LXI. 

Perspective  View,  showing  the  Entrance  Front  and  End  of  the  Building. 

PLATE  LXII. 

The  Front  and  End  Elevations. 

PLATE   LXI  1 1. 

The  First  and  Second  Story  Plans. 

PLATE  LXIV. 
Details.— Fig.  1.  Posts.— 2.  Interties— 3.  Sill.— 4.  Plates.— 5.  Braces. 

Estimate  $1000. 


CARPENTERS'  SPECIFICATION 


Stories. 


Timber,  4  c, 


M  u  tl ali  lit; 

and 
Fcrring'. 
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and 
Cornices. 


SSoofs. 


(For  Dimensions,  see  the  drawings.) 

Cellar  6  feet  6  inches.  First  story  8  feet.  Second  story  8  feet.  All  the  stories  to  be  of  the  above 
height  in  the  clear,  when  finished. 

The  posts,  4  by  8  ;  sill,  4  by  8 ;  plates,  4  by  6  ;  interties,  4  by  8 ;  braces,  4  by  6.  The  first  and 
second  tier  of  beams,  3  by  9  inches;  trimmers  and  trimmer  beams,  4  by  9 ;  and  all  placed  16  inches 
from  centres.  Hip  rafters,  4  by  6  inches,  and  all  other  rafters  3  by  6 ;  and  all  p.aced  3  feet  from 
centres.  All  the  above  timber  to  be  of  good  quality,  well  seasoned,  square  edged  Eastern  white 
pine ;  well  framed,  and  put  together  in  the  best  manner.  The  pins  throughout  to  be  of  oak.  One 
row  of  crosshridging  in  each  tier  of  beams,  done  with  wall  strips. 

The  door  and  window  posts  in  the  exterior  to  be  4  by  6  inches ;  the  residue  of  studding  will  be 
done  with  3  by  4  inch  hemlock  joist;  all  placed  16  inches  from  centres.  The  ceiling  of  the  2d 
story  of  main  house  and  the  1st  story  of  wing  will  be  ferred  down  level  with  wall  strips  and  strips 
of  hemlock  board  ;  all  placed  16  inches  from  centres.  The  exterior  walls  will  be  filled  in  by  the 
mason,  and  are  to  be  ferred  off  with  strips  of  hemlock  boards  ;  all  placed  16  inches  from  centres. 

Fourteen  frames,  each  containing  12  lights  of  10  by  12  inch  glass.  Box  frames,  sash  1|  inches 
thick;  double  hung,  with  hemp  cord,  weights,  and  patent  pullios.  Five  sash  in  cellar,  each  con- 
taining 3  lights ;  hung  with  butts,  and  fastened  with  bolts,  &c. 

The  exterior  will  be  clap-boarded  with  good,  merchantable  \  inch  boards,  rabbeted,  and  to  aver- 
age 8  inches  wide ;  all  to  be  well  seasoned,  and  free  from  loose  knots  or  shakes ;  bead  corner 
boards.    The  cornice  will  be  as  shown  on  the  elevation,  formed  on  brackets. 

The  roofs  will  be  covered  with  good  tongued  and  groved  and  planed  \\  inch  plank,  laid  in  cour- 
ses, and  well  nailed,  and  to  be  covered  with  the  first  quality  H  or  common  tin,  well  put  on,  sol- 
dered and  warranted  tight,  and  to  be  painted  two  coats ;  gutters  lined  with  tin.  Two  4  inch  tin 
leaders,  to  carry  the  water  to  the  cistern  and  cesspool.    Scuttle  in  roof,  securely  hnng  and  fastened. 

The  first  a«d  second  story  floor  will  be  laid  with  good  quality,  merchantable,  planed,  tongued 
and  grooved,  well  seasoned,  1^  inch  white  pine  plank,  laid  in  courses,  and  well  nailed,  and  to  be 
free  from  loose  knots  or  shakes :  all  to  be  of  the  usual  width. 

Trimmings.  A  board  base,  7  inches  wide,  with  bead  on  upper  edge,  to  each  stoiy.  The  doors  and  windows 
throughout  will  be  trimmed  with  5  inch  bead  casings  with  band  mouldings;  and  all  the  windows 
to  be  trimmed  upon  plank  sills. 

The  entrance  doors  will  be  made  in  4  panels,  \\  inch  thick,  double  faced,  hung  with  butts,  and 
fastened  with  7  inch  rim-lock,  and  two  spring  bolts  on  each.  The  inside  doors  throughout  will  be 
made  in  4  panels,  \\  inch  thick,  double  faced,  hung  with  butts,  and  fastened  with  5  inch  rim-locks. 
The  closet  doors  \\  inch  thick,  single  faced,  made  and  hung  in  the  same  manner.  One  pair  of 
battin  cellar  doors,  with  checks,  &c.,  hung  with  hinges,  and  fastened  on  inside  with  bar. 

The  closets  to  be  fully  shelved.    One  row  of  pins  in  the  1st  and  2d  story  hall. 

The  stairs  from  the  1st  to  2d  story  will  be  as  shown  on  the  plans.  The  steps  1|  inch  thick ;  the 
risers  1  inch  thick,  with  coves;  all  well  put  up.  Step  ladder,  with  hand-rail,  from  1st  story  to 
cellar,  enclosed  with  plank,  and  to  have  door  at  top;  step  ladder  from  second  story  to  roof.  A 
round  bay  wood  rail,  3  inches  diameter,  turned  \\  inch  balusters,  6  inch  newel.  All  to  be  well 
varnished  to  the  1st  story  flight  of  stairs.    Stairs  all  to  be  well  put  up. 

The  porch  will  be  made  as  shown  by  the  plans;  roof,  tin,  ceiled  with  boards:  all  to  be  neatly 
got  up.    Platform  and  step  to  kitchen  door;  two  seats  to  front  porch. 


Floor*. 


Doom. 


Closets,  &<•. 
Stairs. 


Porch. 


mantel,  Ac  A  neat  pilaster  Mantel  to  the  1st  story  fire-place,  with  neat  caps,  base,  15  inch  shelf,  moulding 
under  shelf,  and  to  be  painted  black  and  varnished.  If  inch  plank  shelf  to  kitchen  fire-place,  sup- 
ported by  plank  brackets. 

Painting         AH  the  wood  work  usually  painted  will  have  two  good  coats  of  pure  white  lead  in  oil.  The 
fiaz"n»-        brick  work  above  the  ground  will  be  painted  three  coats.    The  Glass  all  to  be  of  the  first  quality 
American  cylinder,  well  selected,  free  from  defects,  and  glazed  in  the  best  manner. 


MASONS'  SPECIFICATION, 


DESIGN  16. 


Digging.  Excavate  for  cellar  under  the  building,  and  distribute  the  earth  around  the  building. 

stone  There  will  be  a  base  course  composed  of  large  stone,  each  piece  at  least  2  feet  6  inches  long,  and 

Brick  work.  °f  proportionate  width  and  thickness,  laid  crosswise,  edge  to  edge,  under  the  entire  length  of  walls  ; 

the  fiat  side  of  stone  down,  and  the  joints  to  be  well  filled  with  chips  and  mortar ;  cesspool  4  feet  dia- 
meter, for  part  of  roof  water.  Foundation  for  cellar  steps.  The  exterior  wall  will  start  at  the  base 
course,  and  will  be  12  inches  thick  up  to  the  wooden  sill.  The  interior  wall  will  start  at  the  base 
course,  and  will  be  8  inches  thick  up  to  the  1st  story  floor.  The  chimneys  will  be  built  as  shown 
on  plans.  The  kitchen  fire-place  will  have  f  by  4  inch  arch  bar ;  the  chimney  to  be  carried  out 
above  the  roof,  and  capped  with  blue  stone  cap  in  one  course.  The  exterior  frame  will  be  filled  in 
with  salmon  brick,  laid  on  edge,  from  the  sill  to  the  plate.  A  cistern,  6  feet  diameter  and  10  feet 
deep,  substantially  built  and  cemented.  Trimmer  arches  for  hearths.  All  the  above  brick  work, 
not  otherwise  specified,  will  be  built  of  good  hard  burnt  brick,  laid  in  the  first  quality  lime  and 
sharp  sand  mortar.  Blue  stone  sills  for  cellar  windows.  One  set  of  cellar  steps.  Caps  to  two 
chimneys.  Hearth  to  kitchen  fire-place.  The  cellar  will  be  paved  with  round  stone.  Brown  stone 
fire  stuff  for  one  fire-place. 


Piaster!  nar 


materials. 


The  first  and  second  story  throughout  to  be  lathed,  and  plastered  two  coats  and  a  skim.  The 
cellar  to  be  whitewashed  two  coats.  The  hair  to  be  long  and  sound  ;  lime,  Thomaston ;  good  sand, 
&.c. ;  put  on  in  the  best  manner. 

The  materials  throughout  to  be  of  the  quality  specified  in  the  above  specifications.  The  work 
to  be  done  in  a  neat,  substantial  and  workmanlike  manner. 


PLATfi  62. 


FRONT  ELEVATION. 


END  ELEVATION. 
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PL  A  TZ  64. 


This  number  presents  a  convenient  house  for  a  small  family,  suitable  for  the  suburbs  of  a 
city  or  for  a  village.  The  walls  are  of  brick,  and  the  house  is  two  stories  in  height.  On  the 
first  floor  are  the  kitchen :  the  parlor,  which  may  serve  for  a  living  room,  and  the  dining  room, 
which  may  be  used  for  a  bed  room,  if  the  family  requires  it — in  which  case  the  dining  room 
would  be  the  parlor-  -the  pantries  and  closets  are  sufficient  for  either  purpose.  In  the  second 
story  are  four  bed  rooms. 

In  the  plate  of  details  it  will  be  seen  that  we  are  carrying  out  our  plan  of  presenting  the 
more  important  particulars  of  a  dwelling,  such  as  are  not  to  be  found  in  any  other  periodical  of 
this  kind.  The  last  number  contained  a  set  of  framing  plans,  the  present  shows  the  plans  of 
the  floor  timbers;  the  next  will  present  the  working  drawings  of  the  stairways  of  the  building. 
We  are  thus  making  this  work  still  more  valuable,  increasing  its  expense  to  ourselves  without 
increasing  its  price  to  our  subscribers.  The  liberal  patronage  the  work  receives  enables  us  to 
do  this. 


PLATE  LXV. 

Perspective  View. 

PLATE   LXV  I. 

The  Front  and  Side  Elevations. 

PLATE   LXV  1 1. 

Plans  of  the  First  and  Second  Stories. 

PLATE  LXVIII. 

Details. — A.  Walls  in  Second  Tier  Plan  1  foot  thick;  in  First  Tier  Plan  16  inches.  B.  Chimnies. 
O.  Centre  Wall  8  inches  thick.  D.  Girder,  supported  by  Stud  Partition.  E.  Beams,  3  by  10  inches  in  First 
Tier,  and  3  by  8  in  Second  Tier.    G.  Trimmers  4  by  10  inches.    H.  Trimmer  Beam  4  by  10  inches. 

Estimate  $3,300. 


PLATE  V. 

A  Perspective  view,  showing  the  entrance  front  and  one  side  of  the  building. 

PLATE  VI. 

Front  and  side  elevations.    The  heights  of  each  story  are  given  in  the  carpenters  specification. 

PLATE  VII. 

The  first  and  second  story  plans. 

PLATE  VIII. 

Details.— Fig.  1.  Principal  Cornice  and  Tracery.— Fig.  2.    Verandah  Post,  Cornice,  &c— Fig.  3.  ^Plas- 
ter Cornice  for  first  story.— Fig.  4.    Plaster  Cornice  for  second  story.— Fig.  5.    Base  for  first  story.— Fig.  6. 
Base  for  second  story.— Fig.  7.  Architrave  trimming  for  first  story,— Fig.  8.    Architrave  trimming  for  second 
story. — Fig.  9.  Balconv. 

Estimate  $3,300. 


CARPENTERS'  SPECIFICATION. 


uimensious.  (For  the  dimensions  and  general  arrangement  and  subdivision  of  the  several  Stor  es,  see  the 
plans.    Two  stories  high,  exclusive  of  cellar. 

stories.  The  Cellar  will      7  feet ;  first  story  9  feet  6  ;  second  story  8  feet  6  in  the  centre.    All  to  be  of 

the  above  height  in  the  clear,  when  finished.    The  mason  will  do  the  necessary  digging. 

Timber.  The  first  tier  of  beams  will  be  3  by  10  inches  ;  the  second  tier  of  beams  3  by  8  inches,  all  placed 

16  inches  from  centres.  The  rafters  to  be  3  by  8  inches,  placed  32  inches  from  centres ;  with  col- 
lar beams  and  plates,  3  by  8  inches ;  all  of  Northern  white  pine,  mill-sawed,  square  edged,  well 
seasoned,  framed,  and  put  on  in  the  best  manner.  The  ends  of  the  beams  will  be  cut  on  a  bevel, 
so  that  the  under  side  may  rest  4  inches  on  the  wall,  and  the  upper  side  enter  the  wall  but  one 
inch.  Two  rows  of  cross-bridging  in  each  tier  of  beams,  done  with  wall  strips,  nailed  with  two 
10-penny  nails  in  each  end. 

Partitions.  The  partitions  throughout  will  be  set  with  3  by  4  inch  joist,  placed  16  inches  from  centres  ;  the 
door  studs  to  be  doubled.  The  exterior  walls  will  be  ferred  off  with  strips  of  hemlock  boards,  two 
inches  wide,  placed  16  inches  from  centres  ;  ferring  for  ceiling  of  second  story. 

windows.  The  windows  to  be  French  casement  frames,  sash  2  inches  thick,  hung  with  butts,  and  fastened 
with  bolts  and  knob  latch  ;  outside  Venetian  blinds,  securely  hung  and  fastened  to  each  window. 

Koofs.  The  roofs  will  be  planked  with  hemlock  boards,  laid  with  an  inch  joint,  and  to  be  covered  with 

the  first  quality  bunch  shingles,  laid  5  inches  to  the  weather,  and  well  nailed ;  lead  to  be  placed  in 
the  valleys.  The  roofs  of  front  and  rear  piazza  to  be  covered  with  one  cross  tin,  soldered.  Tin 
leaders,  to  carry  the  roof  water  to  the  ground.  Barge  boards,  &c.  The  cornices  will  be  as  shown 
on  the  drawings,  and  to  be  lined  with  18  oz.  copper,  20  inches  wide :  a  scuttle  in  the  roof,  securely 
hung  and  fastened. 

Floors.  The  first  and  second  story  floor  will  be  laid  with  the  first  quality  mill-worked,  tongued  and 

grooved,  li  inch  white  pine  plank,  well  seasoned  and  well  nailed,  laid  in  courses,  and  to  be  free 
from  black  or  loose  knots  and  defects  of  every  kind. 

stairs.  The  stairs  as  shown  on  plan.    Steps  1^  inch  ;  risers  1  inch,  all  of  white  pine,  with  coves,  &c. 

Step  ladder  from  cellar  to  1st  story,  enclosed  at  top  with  door ;  step  ladder  from  second  story  to 
the  roof.  To  the  first  flight  of  stairs  3|  inch  moulded  rail,  1£  inch  turned  balusters,  7  inch  newel, 
of  mahogany,  well  varnished.    Stairs  to  be  well  put  up  and  timbered. 

Doors.  The  front  door  will  be  double  faced,  in  4  panels,  2  inches  thick,  hung  with  5  inch  butts,  and 

fastened  with  8  inch  door  lock,  with  bolts,  &c.  The  other  doors  in  first  story  will  be  If  inches 
thick,  double  faced,  made  in  6  panels,  hung  with  butts,  and  fastened  with  6  inch  rim-locks,  with 
porcelain  knobs  and  escutcheons.  The  doors  in  second  story  will  be  1£  inches  thick,  double  faced, 
hung  with  butts  and  fastened  with  5  inch  rim-locks.  All  the  butts,  locks,  &c.  to  be  of  the  first 
quality  American  manufacture. 

Trimmings.  The  doors  and  windows  in  the  first  story  will  be  trimmed  with  6  inch  architraves  on  bead 
grounds,  with  band  mouldings ;  the  parlor  to  have  broken  heads  and  crown  mouldings.  The 
second  story  doors  will  be  trimmed  with  5  inch  bead  casings  with  band  mouldings.  The  windows 
all  to  be  trimmed  to  the  floor  with  panelled  backs,  &c.  A  neat  base  in  each  story  with  moulding 
in  parlor  and  hall  ;  bead  base  in  residue  of  house. 

piazzas.  They  will  be  lormed  as  sTiown  on  tne  plans ;  the  piazza  floors  will  be  laid  with  tongued  and 

grooved  narrow  1J  inch  white  pine  plank,  laid  in  courses,  and  well  nailed.  The  ceiling  will  be 
done  with  narrow,  tongued,  grooved,  and  beaded  white  pine  boards,  well  nailed.  For  drawing  of 
particulars  of  the  posts,  &c.  see  No,  3  of  this  work. 


t»aiuttng         All  the  wood  work  usually  painted,  will  have  two  good  coats  of  pure  white  lead  in  oil.  The 
GiilL'iMs.       exterior  will  be  painted  to  imitate  stone  color,  and  to  have  three  coats,  and  to  be  sanded.  The 
Glass  in  the  front  of  first  story  will  be  first  quality  Winslow  crown.    The  residue  first  quality 
American  cylinder,  all  well  selected,  and  free  from  defects  of  every  kind,  and  well  put  in. 

materials.        The  materials  all  to  be  of  the  best  quality  ;  the  lumber  and  umber  to  be  well  seasoned,  and  the 
work  to  be  done  in  the  best  manner. 


MASONS'  SPECIFICATION. 

DESIGN  17. 

Foundation.  There  will  be  a  base  course  composed  of  large  stone,  each  at  least  4  feet  long,  and  of  proportion- 
ate width  and  thickness,  laid  crosswise,  edge  to  edge,  under  the  entire  length  of  walls  of  the  build- 
ing. The  top  of  base  course  to  be  8  inches  below  the  cellar  floor.  Foundation  under  the  stack 
of  chimneys  in  the  centre.  The  exterior  walls  will  start  at  the  base  course,  and  will  be  18  inches 
thick  up  to  the  first  story  floor.  The  part  of  the  wall  that  shows  above  ground  will  be  laid  in 
courses  and  pointed.  Foundation  under  piazza  and  porch  columns,  and  centre  wall  in  cellar.  All 
the  above  stone  work  to  be  built  of  the  first  quality  blue  building  stone,  laid  in  best  lime  and  sharp 
sand  mortar. 

BricIA.-cVa,ls'  r^ne  exter'or  walls  will  start  at  the  first  story  floor,  and  will  be  12  inches  thick  up  to  the  top,  and 
faced  with  the  first  quality  Newburgh  brick,  laid  in  white  mortar  in  close  joint.  The  centre  wall 
in  cellar  will  be  8  inches  thick.  The  fire-places  and  chimneys  will  be  built  as  shown  on  the 
plans,  each  carried  out  above  the  roof,  and  capped  ;  the  topping  out  of  chimneys  to  be  done  with 
Newburgh  brick,  laid  in  cement.  The  brick  work  not  otherwise  specified,  will  be  built  of  the  first 
quality  hard  burnt  brick,  laid  in  the  first  quality  Thomaston  lime,  and  sharp  sand  mortar. 

Htown stone.  A  water  table  8  inches  rise,  with  two  door  sills  in  the  same  ;  plain  sills,  5  inches  rise,  and  lintels 
8  inches  rise,  a?  shown  on  the  elevation.  Plain  caps  to  chimneys  ;  all  to  be  of  Connecticut  brown 
stone,  first  quality,  well  cut  and  rubbed. 

iron  work.  Anchors  to  every  fifth  beam  ;  also  i  nchors  to  render  the  building  secure  in  all  its  parts.  Crane 
to  kitchen  fire-place,  with  hooks,  chains,  &c. ;  arch  bars  for  the  same  ;  7-8  inch  round  bars,  well 
secured  to  the  cellar  windows  in  the  rear. 

Plastering.  Trig  house  throughout,  except  the  cellar,  which  will  be  whitewashed,  will  be  lathed,  and  plas- 
tered three  coats — the  last  of  which  shall  be  hard  finished ;  neat  Grecian  cornice  in  the  first  story, 
except  the  kitchen  ;  the  ceiling  of  cellar  to  be  plastered  one  coat.  The  hair  to  be  long  and  sound  ; 
b^st  Thomaston  lime,  sharp  sand,  and  Croton  plaster  ;  all  mixed  in  the  best  proportions. 

Two  neat  marble  Mantels  in  1st  story,  to  cost  30  dollars,  grates  to  cost  10  dollars,  exclusive  of 
setting.  Two  marble  mantels  in  large  bed  rooms  in  second  story,  to  cost  18  dollars,  with  grates  to 
cost  8  dollars,  exclusive  of  setting.    Blue  stone  hearth  to  the  kitchen  fire-place. 

Materials.  To  be  of  the  first  quality.  The  work  to  be  done  in  a  neat,  substantial,  and  workmanlike 
manner. 
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This  is  a  specimen  of  Gothic  Architecture,  ornamental,  cheap,  and  with  ample  arrangements 
for  a  small  family.  It  was  prepared  to  meet  the  views  of  one  of  the  intended  Residents  of  Mor- 
rissiana,  New  York ;  and  no  doubt  it  will  be  acceptable  to  many  of  his  associates,  and  of  more 
than  ordinary  value  to  our  subscribers.  Those  who  admire  the  style,  and  do  not  adopt  the  plan, 
will  find  the  dimensions,  details,  and  specifications  of  great  assistance. 

In  a  publication  of  this  description  it  is  impossible  to  devise  a  plan,  with  arrangements,  that 
shall  correspond  with  the  wants  of  all  who  are  in  search  of  Designs  for  Dwellings ;  nevertheless, 
its  value  cannot  fail  to  be  appreciated,  on  account  of  the  variety  of  Plans,  and  different  charac- 
ter of  styles  in  Architecture  thus  afforded. 

The  first  story  consists  of  a  Porch,  Entrance  Hall,  and  Staircase,  Living  Room,  and  Pantrv. 
The  second  story  contains  two  Bed  Rooms  and  a  large  Closet. 

In  Plate4  72  we  give  the  particulars  and  construction  of  a  Staircase.  This  is  done  at  r,h« 
request  of  several  correspondents. 


PLATE  LXIX. 

A  Perspective  View. 

PLATE  LXX. 

Front  and  Side  Elevations. 

PLATE   LXXI.  . 

First  and  Second  Story  Plans. 

PLATE  LXXII. 

Details.— Fig.  1.  Side  Section  of  Stairs. — Fig.  2.  Front  of  Stairs. — Fig.  3.  Plan  of  Stairs.— Fig.  4.  Sec- 
lion,  (at  £  size)  showing  the  manner  of  putting  the  steps  and  risers  together.  A.  The  Steps.  B.  The  Risers. 
C.  The  Coves.    D.  The  Blocks  glued  in  the  angle. 

Estimate  $600. 
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CARPENTERS'  SPECIFICATION. 

Diinciision's.  The  building  will  be  twenty  feet  wide  in  front  and  rear,  and  twenty  feet  deep  on  each  side;  one 
story  and  attic  high.  For  the  arrangement  and  subdivision  of  the  several  stories,  see  the  plans. 
There  will  be  no  cell;) r. 

First  story  8  feet ;  attic  4  feet  at  eaves,  13  feet  in  the  centre.  The  stories  to  be  of  the  above 
height  in  the  clear  when  finished. 

The  posts  4  by  6,  the  sills  4  by  6,  interties  4  by  6,  braces  4  by  6,  beams  3  by  9,  trimmers  and 
trimmer  beams  4  by  9;  all  placed  16  inches  from  centres.  Rafters  3  by  6,  placed  24  inches  from 
centres  ;  plate  4  by  6.  Studding  to  be  done  with  3  by  4  inch  hemlock  joist,  placed  16  inches  from 
centres  ;  ferring  for  the  ceiling  of  attic.  The  timber  to  be  of  good,  sound,  mill-sawed,  northern 
white  pine,  well  framed  ;  hard  wood  pins  throughout. 

For  the  number  and  size,  see  the  plans.  TIip  sashes  all  1$  inches  thick :  hung  with  butts,  and 
fastened  with  bolts  and  knob-latch. 

The  roofs  will  be  covered  with  hemlock  boards,  laid  with  an  inch  joint,  also  to  be  covered  with 
the  first  quality  bunch  shingles,  laid  5  inches  to  the  weather,  and  well  nailed;  the  valleys  formed 
by  dormer  windows  will  be  lined  with  lead.  Small  copper  drip  gutter,  to  be  hung  with  iron  hold- 
fasts at  the  eaves  ;  3  inch  tin  loader  to  carry  the  water  to  the  ground.  The  cornices  will  be  made 
as  shown  on  the  plans. 

The  siding  to  be  done  with  good  quality  \  inch  white  pine  boards,  rabbeted  so  as  to  show  ^ 
inch  on  under  edge,  put  on  in  courses  of  8  inches  wide,  bead  corner  boards,  &c. ;  all  to  be  free  from 
loose  knots,  shakes,  &c,  and  to  be  well  nailed. 

The  floors  to  be  laid  with  the  first  quality  merchantable,  mill-worked,  planed,  tongued  and 
grooved,  \\  inch  plank,  laid  in  courses,  and  well  nailed;  all  well  seasoned  and  to  be  free  from 
loose  knots. 

Six  inch  plank  bead  base  in  first  story  ;  5  inch  broad  bead  base  in  attic. 

The  front  door  \\  inches  thick,  hung  with  butts,  and  fastened  with  bolts  and  6  inch  rim-lock. 
The  doors  in  first  story  \\  inches  thick,  double  faced,  hung  with  butts,  and  fastened  with  6  inch 
rim-locks.  The  doors  in  attic  \\  inch  thick,  hung  with  butts  and  fastened  with  5  inch  rim- 
locks.  The  doors  all  made  in  four  panels.  The  locks,  bolts,  butts,  &c.  all  to  be  of  American  manu- 
facture. The  doors  and  windows  in  the  first  story  will  be  trimmed  with  5  inch  bead  casings,  with 
band  mouldings.  The  windows  to  be  trimmed  to  the  floor  with  panel  backs,  &c.  The  doors 
and  windows  in  the  attic  will  be  trimmed  with  5  inch  bead  casings ;  the  windows  trimmed  upon  a 
plank  sill.    Venetian  blinds  to  each  window,  hung  and  fastened  in  the  best  manner. 

The  stairs  as  laid  down  on  plan.  Steps  H  inch  thick;  risers  1  inch  thick;  mahogany  round, 
2\  inch  rail,  turned  \\  inch  balusters,  5  inch  newel;  all  to  be  varnished.  Stairs  to  be  put  up  in  the 
best  manner. 

The  porch  to  be  made  as  shown  on  the  plans,  and  finished  in  the  same  manner  as  the  house. 

A  neat  pilaster  mantel  to  each  fire  place,  painted  in  imitation  of  black  marble  and  varnished. 

All  the  wood  work  usually  painted,  will  have  two  good  coats  of  pure  white  lead  in  oil.  The 
glass  all  to  be  good  American,  well  selected,  and  to  be  free  from  defects  of  every  kind. 
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MASONS'  SPECIFICATION. 

DESIGN  18. 

Foundation.  A  base  course  of  flat  stone,  2  feet  wide,  laid  under  the  whole  exterior  walls,  the  top  of  which 
shall  be  2  feet  below  the  surface  of  the  ground.  The  four  walls  will  start  at  the  base  course,  and 
will  be  1  foot  thick  up  to  the  proper  height  to  receive  the  timber  sill ;  built  of  the  first  quality  hard 
burnt  brick,  laid  in  good  lime  and  sharp  sand  mortar. 

The  chimneys  and  fire-places  to  be  built  as  shown  on  the  plans,  of  good  hard  brick,  laid  in  lime 
and  sharp  sand  mrrtar.  The  exterior  frame  will  be  filled  in  with  salmon  brick  on  edge,  from  the 
sill  to  the  roof.    The  chimney  tops  to  be  made  of  cement. 

The  first  story  and  attic  will  be  lathed,  and  plastered  two  coats  and  a  skim.  All  to  be  done 
with  the  best  materials,  and  put  on  in  the  best  manner.  Each  story  to  be  lathed  and  plastered 
down  to  the  floor. 


Materials. 


The  materials  throughout  to  be  of  the  quality  specified.  The  work  to  be  done  in  a  neat,  sub- 
stantial, and  workmanlike  manner. 


SIDE  ELEVATION. 


PLATK  71. 


Second  Stary. 


PluATE  72, 


We  have  hitherto  given  Designs  specially  prepared  by  an  eminent  Architect.  In  this  num- 
ber we  present  the  Drawings  of  a  Picturesque  Cottage,  the  residence  of,  and  designed  by,  Mr. 
Ashe  of  this  city,  an  Ornamental  Painter  of  celebrity.  This  cottage  is  in  the  vicinity  of  the  new 
village  of  Morrissania,  N.  Y.  It  is  conveniently  arranged,  cheap  and  ornamental.  In  fact,  a 
model  cottage,  and  one  that  merits  notice.  The  ornamental  parts  are  readily  executed  ;  the 
verge  boarding  of  the  gables  and  eaves  are  sawn  out  of  plank  ;  the  embattlement  over  the 
columns  of  the  piazza  is  also  sawn  out  of  plank,  with  appropriate  Gothic  mouldings  nailed  to 
their  upper  edges ;  thus,  at  a  very  small  cost  a  variety  in  detail  is  produced  which  is  pleasing 
and  effective. 

The  First  Story  contains  Entrance  Hall,  Parlor  and  Side  Room,  a  Tea  Room  and  Kitchen. 
The  second  story  contains  four  Bedrooms  and  Closets. 


PLATE  LXXIII. 
A  Perspective  View,  showing  the  Entrance  Front  and  Gable  End. 


Front  and  Side  Elevations. 
First  and  Second  Story  Plans. 


PLATE  LXXIV. 
PLATE  LXXV, 


PLATE  LXXVI. 

Details. — Fig.  1.  Verge  boarding. — Fig.  2.  Embattlement  and  one  of  the  Columns.  A.  Section  of 
Embattlement. — Fig.  3.  Lintel  Mouldings. 

Estimate  $800. 


CARPENTERS'  SPECIFICATION. 

Dimensions.      Size  of  the  building  and  the  piazzas  to  be  taken  from  the  plans. 

stories.  Cellar  story  to  be  7  feet  in  the  clear ;  first  story  to  be  9  feet  in  the  clear  ;  attic  5  feet  at  eaves,  13 

feet  in  the  centre  to  the  highest  part  of  hips. 
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All  the  timber  used  in  the  erection  of  this  building  to  be  of  sound  pine,  free  from  shakes  or  large 
knots — properly  framed  together,  and  braced  when  necessary,  and  hard-wood  pins  throughout,  of 
the  following  sized  timber,  viz : — Posts  4  by  6  ;  the  sills,  interties  and  braces  4  by  6 ;  floor  beams  3 
by  9  ;  trimmers  and  trimmer  beams  4  by  9 ;  all  placed  20  inches  from  centres,  properly  framed 
for  fire-places,  staircases,  &c.  where  necessary.  Rafters  3  by  6,  and  placed  2  feet  from  centres ; 
plates  4  by  6.  All  the  studding  to  be  done  with  3  by  4  inch  hemlock  joist,  16  inches  from  centres, 
and  ferr  out,  where  necessary  for  plasterer,  with  inch  ferring. 

All  the  floors  to  be  laid  with  the  best  quality  of  1£  inch  planed,  grooved  and  tongued,  mer- 
chantable, white  pine  plank,  laid  in  courses,  and  well  nailed  to  every  beam ;  free  from  sap  or 
loose  knots. 

Enclose  the  building  with  good  quality  of  I  inch  white  pine  boards,  rabetted  so  as  to  have  I  inch 
lap,  put  on  in  courses  not  to  exceed  1\  inches  wide ;  beaded  corner  boards  4  inches  wide.  All  to 
be  free  from  sap,  shakes  or  large  knots,  and  well  nailed  to  every  stud. 

The  roofs  will  be  covered  with  hemlock  boards,  laid  2  inches  apart ;  also  with  white  pine  shin- 
gles, laid  not  more  than  4|  inches  to  the  weather,  and  nailed  with  41b.  wrought  nails ;  have  6  inch 
drip  tin  gutters,  hung  at  eaves,  supported  by  irons  2  feet  apart,  with  4  inch  tin  leaders  to  ground. 
The  cornices  to  be  cut  out  of  2  inch  clear  pine  plank,  as  shown  on  elevation. 

The  entrance  door  to  be  \\  inches  thick,  hung  with  4  inch  butts,  and  secured  with  7  inch  rim- 
locks  and  2  barrel  bolts.  All  the  doors  in  first  story  to  be  \\  inch  thick,  double  faced,  hung  with 
3j  inch  butts  and  6  inch  rim-locks.  The  attic  doors  to  be  \\  inch,  moulded  and  bead  butts,  hung 
with  3  inch  butts,  and  secured  with  5  inch  rim-locks.  All  doors  made  in  four  panels  and  hollow 
ogee  moulding.  All  the  windows  and  doors  in  the  first  story  will  be  trimmed  with  Gothic  casings, 
6  inches  wide  on  blocks ;  the  attic  to  be  trimmed  with  a  back  moulding  2  inches  wide — have 
moulded  and  panel  backs  to  all  the  windows  in  1st  story. 

All  the  windows  to  have  Venetian  green  blinds,  hung  and  fastened  in  the  best  manner. 

Put  up  the  stairs  agreeable  to  the  plans.  Steps  \\  inch  thick  ;  risers  1  inch  thick ;  steps  housed 
in  and  wedged,  on  strong  strings  and  carriages  ;  mahogany  2\  inch  round  rail,  1$  inch  turned  bal- 
usters, 5  inch  newel ;  and  all  to  be  varnished  twice  over  when  finished  ;  have  stairs  leading  to  cellar. 

For  the  number  and  size  of  all  the  windows  in  the  building  see  the  plans  and  elevations.  All 
the  sashes  to  be  1£  inches  thick :  hung  with  4  inch  butts,  secured  with  flush  bolts  and  knob  turn 
latch.  The  bay  window  to  be  fitted  up  as  shown  on  elevation,  with  cornice  over  and  co.isols 
under,  &c,  as  before  described. 

Put  up  the  piazzas  as  shown  on  drawings,  with  6  inch  4  round  cluster  columns  and  caps,  with 
cornice  and  turrett  blocking  over,  complete  with  floors,  roofs,  &c,  as  before  described 


Base.  All  the  rooms  and  landings  to  have  hollow  and  round  base  mouldings,  and  brick  plinth  6  inches 

high.    6  inch  plain  base  in  attic. 

Oosets.  Fit  up  all  the  closets  as  shown  on  plan,  with  shelves  and  pegs  complete. 

mantels.         Provide  and  fix  a  neat  wood  mantel-pieco  to  each  fire-place,  made  and  painted  in  imitation  of 
marble,  and  varnished  twice  over. 

painting  All  the  wood  work,  inside  and  outside,  to  be  painted  twice  over,  with  pure  white  lead  and  oiL 
Glazing-.       All  the  windows  to  be  glazed  with  American  cylinder  glass,  free  from  stains  and  sand  marks. 

All  the  work  to  be  done  in  a  substantial  and  workmanlike  manner,  and  agreeable  to  the  true 
meaning  and  intention  of  the  drawings,  with  good  sound  and  well  seasoned  materials. 


MASONS'  SPECIFICATION. 

DESIGN  19. 

Foundation.  Build  blue  stone  wall  16  inches  thick,  as  shown  on  plan,  up  to  the  sill  of  frame,  on  a  base  course 
2  feet  6  inches  wide  and  at  least  6  inches  thick,  and  to  be  built  in  good  lime  and  sand  mortar,  in  a 
substantial  manner. 

Brick  work.  The  fire-places  and  chimneys  to  be  built  as  shown  on  plans,  of  good  hard  bricks,  laid  in  lime  and 
sand  mortar.  Fill  in  the  frame  with  bricks  laid  edgeways  in  the  centre  of  frame.  The  chim- 
neys to  have  cement  gothic  pots  6  feet  high,  as  shown  on  elevation. 

Plastering.  Lath  plaster  two  coats  and  skim,  all  the  rooms,  closets,  and  entries  in  1st  story  and  attic,  with 
good  lime,  sand  and  hair  mortar,  in  the  best  manner. 

Materials.       All  the  work  to  be  done  in  a  good,  workmanlike  and  substantial  manner,  and  of  the  best  mate 
rials,  agreeable  to  the  drawings  and  this  specification. 


PLATE  74-. 


FRONT  ELEVATION 


First  Sfrrr- 


There  is  no  style  of  Architecture  known,  which  is  better  adapted  for  Country  Residences, 
than  the  Italian.  It  admits  of  rectilinear  forms  for  the  main  parts  of  a  Building-,  and  of  curvi- 
linear ones  for  the  embellishments  of  Doors,  Windows,  and  Cornices.  The  Turret  or  Square 
Tower,  is  peculiar  to  Buildings  of  this  style ;  and  no  feature  can  be  introduced  with  more 
advantage  for  architectural  variety.  For  convenience  of  internal  arrangement,  Dwellings  must 
approach  a  cubical  form,  and  to  avoid  the  appearance  of  monotonous  outline,  the  taste  and 
experience  of  an  Architect  are  required. 

The  Design  for  this  Number  is  by  Mr.  Hill,  an  Architect  of  this  city  ;  it  is  a  successful  illus 
tration  of  the  above  remarks. 

The  ground  story  has  a  Vestibule  with  two  doorways,  Hall  and  Stairs,  a  large  Parlor,  which 
is  sufficiently  commodious  to  be  divided  into  t  wo  Rooms  :  also  a  Kitchen  of  good  size. 

The  second  story  contains  three  large  Bedrooms  and  Hall,  with  Stairs  to  a  "  Lookout." 


PLATE  LXXVII 

Perspective  View,  .showing;  Front  and  End  Elevation, 

PLATE  LXXVII  I. 

Front  and  End  Elevation. 

PLATE  LXXIX. 

First  and  Second  Story  plans. 

PLATE  LXXX. 

Details.  Fig.  1,  Cornice,  Frieze,  and  Corner-board. — Fig.  2,  Bracket  for  supporting  roof  of  Verandah. — Fig. 

3,  Architrave.  Fig.  4,  Base. — Fig.  5  and  6,  shows  a  Side  and  Front  View  of  one  of  the  Balconies,  and  Brackets 

for  supporting  them. 


Height  of  Mo 

rics. 


Timber. 


Studding:  and 
t-'n  rrinr. 


Roofs  and  Cor- 
nices. 


Siding-. 


Veranda  and 
Balconies. 


Floor. 


CARPENTER'S  SPECIFICATION. 

The  cellar  to  be  7  feet.  In  main  building  and  Tower,  the  first  story  to  be  9  feet,  6  inches;  second 
story,  7  feet,  6  inches.  In  the  other  part  of  the  house,  the  first  story  to  be  8  feet ;  second  story,  7  feet ; 
all  to  be  of  the  above  heights  in  the  clear,  when  finished. 

All  the  timber  to  be  of  white  pine,  except  such  as  shall  be  otherwise  specified.  The  posts,  sills, 
plates,  interties,  trimmers,  and  trimming  beams,  all  4  by  8  ;  braces,  4  by  6  ;  rafters,  3  by  6,  placed  2 
feet  from  centres  ;  floor-beams,  3  by  8,  placed  20  inches  from  centres.  Each  tier  to  have  one  row  of 
2  by  4  cross-bridging,  well  nailed  at  each  end. 

Studding  to  be  done  with  3  by  4  hemlock  joists,  set  16  inches  from  centres.  All  door  and  window 
studs  set  double.  The  first  story  to  be  cross-furred,  with  1  by  1^  inch  hemlock  strips,  placed  12  inches 
from  centres.  The  second  story  of  main  building  and  Tower,  cross-furred  in  the  same  manner.  The 
second  story  in  the  other  part  of  the  house,  also  the  third  story  of  Tower,  all  furred  level  with  wall-strips, 
placed  1G  inches  from  centres,  suspended  from  the  rafters  by  plank  hangers,  well  nailed. 

The  roofs  to  be  planked  with  1^  inch  mill-worked  roof  plank  ;  and  covered  with  one-cross  tin.  The 
cornices  to  be  as  shown  on  plate  SO.  The  gutters  lined  with  double-cross  tin.  A  2  inch  leader  to  con- 
duct the  water  from  roof  of  Tower  to  the  gutter  of  main  building;  two  3  inch,  and  two  2  J  inch  leaders 
to  conduct  the  water  to  the  ground. 

The  building  to  be  sided  with  count  siding,  |  thick,  and  not  more  than  7  inches  wide,  rabbetted  to 
i  inch  on  the  lower  edjje,  and  lapped  one  inch  ;  all  neatly  dressed,  and  well  secured  to'the  studding. 

Veranda  to  be  properly  framed.  The  floor  laid  in  full  lengths,  with  narrow  planks,  blind  nailed. 
The  steps  to  be  of  plank,  with  board  risers.  The  roof  (as  before  described)  supported  by  four  brackets,  4 
inches  thick,  put  together  in  two  thicknesses  of  2  inch  plank,  as  per  drawings.  To  be  ceiled  under- 
neath, with  |  boards.    The  balconies  and  brackets  as  shown  on  drawings. 

The  floors  all  to  be  laid  with  11  inch  white  pine,  mill-worked  plank,  well  seasoned, 
to  all  hearths. 


Hearth  borders 


Base. 


Windows. 


Doors. 


Trimming's. 


The  parlor  hall  to  have  a  neck  and  moulded  base,  9  inches  high ;  kitchen  base,  6  inches  high  and 
beviled  ;  other  base  to  be  8  inch  beaded  base. 

The  window  frames,  as  per  elevation,  all  made  for  French  sash  ;  the  sash  2  inches  thick,  hung 
with  butts,  and  fastened  with  small  bolts  and  knob-latch. 

The  glass  throughout  to  be  of  the  first  quality  of  American  cylinder. 

The  outside  doors  to  be  2  inches  thick,  folding  doors,  If  inches  thick  ;  other  room  doors  of  first  story 
1|  inches  thick,  double  faced,  moulded  both  sides,  hung  with  butts,  and  fastened  with  6  inch  rim-locks  ;  the 
outside  doors  to  have  proper  bolts.  The  second  story  doors,  and  all  closet  and  pantry  doors,  to  be  1\ 
inches  thick,  single  faced,  hung  with  butts  ;  room  doors  fastened  with  5  inch  rim-lcck,  closet  doors  2^  inch 
closet  door  locks. 

All  doors  to  have  cherry  saddles,  and  hard  wood  turned  door-stops  secured  to  the  base. 

The  two  windows  of  the  parlor,  opening  on  veranda,  extend  to  the  floor  ;  the  other  two  are  to  have 
panneled  backs  ;  the  doors  and  windows  trimmed  with  double  faced  architraves,  8  inches  wide.  The 
halls  of  first  and  second  story  to  have  6  inch  architrave,  the  other  doors  and  windows  to  be  trimmed  wiii 
5  inch  architrave. 


stairs  The  stairs  to  be  erected  with  1-}  inch  strings  and  moulded  steps,  with  board  risers,  tongued  and  glued 

together  at  both  angles ;  surmounted  with  2\  by  3  inch  moulded  rail,  2  inch  balusters,  and  7  inch 
fancy  turned  newel.  The  stairs  leading  to  Tower,  to  be  enclosed  with  f  boards,  tongued  and  grooved 
together  ;  and  extend  2  feet  6  inches  above  the  floor  of  Tower,  and  capped  on  top  to  form  a  railing 
around  the  opening. 

tosets,  &.c        The  closets  fitted  up  with  shelves  and  drawers.    The  sink  to  be  made  of  stout  plank,  and  put 
together  with  white  lead  in  the  joints. 

Neat  pilaster  mantles  to  all  the  fire-places,  painted  imitation  of  marble  and  varnished. 

All  the  work  usually  painted,  to  have  two  good  coats  of  best  American  white  lead  and  oil  paint. 

One  bell  hung  in  the  kitchen,  with  copper  wire,  in  best  manner,  with  brass  pull  at  front  door. 

All  the  materials  used  in  the  erection  of  this  building,  to  be  of  good  quality ;  and  all  th^  **™^«" 
seasoned.    The  work  to  be  executed  in  the  best  workmanlike  manner. 
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MASON'S  SPECIFICATION. 

DESIGN  20. 

The  cellar  to  be  dug  out,  and  the  earth  leveled  around  the  building. 

The  basecourse  to  be  of  large  stones,  placed  crosswise  under  the  walls,  and  project  6  inches  each  side ; 
the  top  of  course  to  be  8  inches  below  the  cellar  floor,  from  thence  up  to  the  first  tier  of  beams,  the  walls 
will  be  18  inches  thick ;  and  the  wall  above  the  ground  to  be  faced  with  hard  brick.  Foundations  for 
chimneys,  built  of  blue  stone.    All  laid  in  good  lime  and  sand  mortar. 

The  chimneys  as  shown  on  the  plans,  built  of  hard  brick,  the  flues  all  plastered  smooth ;  topped  out 
above  the  roofs,  as  shown  on  elevations,  with  Newburgh  brick  laid  in  cement.  All  other  brick  work  to 
be  laid  in  best  lime  and  sand  mortar.    Bluestone  hearth  to  kitchen  fireplace. 

The  building  throughout  to  be  lathed  and  plastered,  two  good  coats  of  Thomaston  lime,  sharp  sand, 
and  hair  mortar ;  the  parlor,  and  hall  of  first  story  to  have  a  hard  finishing  coat,  and  neat  plain  cornice  ; 
the  remainder  to  be  finished  with  a  skim  coat. 

A  grate  to  parlor  fireplace,  to  cost  ten  dollars.    A  crane  to  kitchen  fireplace. 

All  the  materials  used,  to  be  of  good  quality,  and  all  the  work  to  be  done  in  the  best  workmanlike 
manner. 


J 


I 


PJLJLTM  79- 


FfsATH  80. 


PLATE  LXXXI. 
PERSPECTIVE  VIEWS. 

PLATE  LXXXIL 
FRONT   AND    END  ELEVATIONS. 

PLATE  LXXXIII. 
PLAN   OF    FIRST   STORY    AND  ATTIC. 

PLATE  LXXXIV. 

Details. — Fig.  1.  Shows  the  Gable  and  Turret. — Fig.  2.  Shows  the  manner  of  constructing  the  gutter.  A 
the  rafter  ;  a  a  a  a  the  hemlock  strips  ;  b  the  eave  board.  B  the  plate.  C  the  post.  D  the  bracket  nailed  to  the 
rafters  to  support  the  gutter.  E  represents  the  top  casing  of  window,  with  tongue  projecting  under  the  lower  edge 
of  siding. — Fig.  3.  Framing  of  front  elevations  ;  the  dotted  lines  show  the  furring  of  attic  ceiling. 

Estimate,  $900. 


MASON'S  SPECIFICATION. 


Digging. 
Stonework. 


Brickwork , 


Plastering. 


Perform  all  necessary  excavations  for  cellar,  foundations,  &c,  and  level  the  earth  around  the  building. 

The  Stonework  all  to  be  of  good  building  stone,  laid  in  good  lime  and  sand  mortar.  Tlie  cellar 
walls  to  be  18  inches  thick,  commenced  on  top  of  base-course  G  inches  below  cellar  floor.  The  base 
course  composed  of  large  stones,  well  bedded,  laid  crosswise  under  the  walls,  and  project  6  inches 
each  side.  The  foundation  for  chimney,  also  cellar  steps,  to  be  properly  built.  The  cellar  steps  to 
be  of  blue  flagging  stones,  with  cheeks  each  side  18  inches  high  against  the  building,  and  6  inches 
at  the  outside  of  steps  to  cellar. 

The  chimney  built  as  per  plan,  of  good  hard  burned  bricks,  (the  taps  to  be  of  cement.)  The 
fireplaces  to  have  blue  flag  hearths. 

Four  stove-pipe  rings,  with  tin  covers,  to  be  placed  in  the  flues.  The  flues  to  be  plastered  smooth. 
All  the  brickwork  to  be  done  with  good  lime  and  sharp  sand  mortar. 

The  first  story  and  attic  to  be  lathed  and  plastered  throughout,  two  good  coats  of  Thomaston 
lime,  sharp  grit  sand  and  strong  hair  mortar ;  and  be  finished  with  a  skim  coat ;  except  the  parlor, 
which  will  be  hard  finished,  and  have  a  neat  cornice. 


Mute  rials. 


All  the  materials  used  in  the  erection  and  completion  of  this  building,  to  be  of  good  quality  ;  and 
the  work  to  be  done  in  a  neat,  substantial,  and  workmanlike  manner. 


CARPENTER'S  SPECIFICATION. 

[FOR  DIMENSIONS.  SEE  THE  DRAWING.] 

Height  of  stones.    Cellar  6  feet  6  inches  ;  first  story,  9  feet  6  inches  ;  attic,  3  foot  6  inches  at  the  eaves,  and  furred 
level  at  the  centre  of  the  building  to  the  height  of  7  feet. 


Timber. 


Windows. 


Siding. 


Roof. 


Floors. 


Base. 


Doors. 


Trimmings. 


Stairs. 


Closets,  *e. 


Mantles. 


The  posts  4  by  8 ;  the  sills,  plates,  braces,  and  enterics,  all  4  by  6  ;  trimmers  and  trimmer-beams, 
4  by  8 ;  floor  beams,  3  by  8,  placed  16  inches  from  centres  ;  each  tier  to  have  one  row  each  of  cross- 
bridging.  Rafters,  3  by  6,  placed  2  feet  from  centres.  Studding  to  be  done  with  3  by  4  joists,  placed 
16  inches  from  centres  ;  door  and  window  studs,  4  by  6.  The  Attic  ceiling  to  be  furred  level  with 
wall-strips,  well  nailed  to  the  rafters  at  each  end,  and  supported  at  the  centre  with  plank  hangers. 

All  the  window-frames  to  be  made  for  French  sash.  The  sash  to  be  2  inches  thick,  made  as  shown 
on  elevations,  hung  with  butts,  and  fastened  with  bolts  and  knob-latch.  The  glass  all  to  be  of  good 
American. 

The  sides  of  the  building  to  be  covered  with  f  inch,  white  pine  boards,  tongued  together  as  shown  on 
Plate  84,  and  not  to  average  more  than  5  inches  in  width. 

The  roof  to  be  covered  with  the  best  quality  of  pine  shingles,  18  inches  in  length,  and  laid  5^  inches 
to  the  weather,  and  be  well  nailed  to  hemlock  strips,  2  by  1  inch,  put  on  in  courses  (as  shown  on 
drawings,)  with  eave  and  ridge  boards  10  inches  wide  ;  the  valleys  to  be  boarded,  and  lined  with  lead. 
The  gutters  formed  with  plank  and  lined  with  tin.    Three  2  inch  tin  leaders. 

The  floors  to  be  laid  with  good  quality  of  1±  inch  white  pine,  millworked  floor  plank,  all  well  seasoned. 
Hearth  borders  to  all  hearths. 

The  first  story  to  have  7  inch  beaded  plank  base,  except  the  parlor,  which  is  to  have  9  inch  moulded 

base ;  Attics  to  have  5  inches  beaded  board  base. 

The  two  outside  doors  to  be  1|  inches  thick,  the  other  doors  of  first  story  to  be  1|  inches  thick,  double 
faced,  hung  with  butts,  and  fastened  with  6  inch  rim  locks  ;  the  outside  doors  to  have  each,  two  6  inch 
barrel  bolts.  The  doors  in  the  attic  to  be  l£  inches  thick,  hung  with  butts,  and  fastened  with  5  inch 
rim  looks. 

The  parlor  windows  trimmed  to  the  floor  with  pannel  backs  ;  the  doors  and  windows  to  have  6  inch 
architraves.  Other  doors  and  windows  of  first  story,  to  be  trimmed  with  5  inch  architraves.  The 
windows  and  doors  in  attic  trimmed  with  4  inch  bead  casings,  the  windows  trimmed  on  plank 
nosing.  All  the  doors  to  have  Georgia  pine  saddles,  and  hard  wood-turned  door  stops  secured 
to  the  base. 

Outside  cellar  doors  to  be  made  with  battens  hung  witli  wrought  iron  hinges  to  stone  cheeks,  and 
fastened  with  hasp  and  padlock. 

The  stairs  to  be  erected  as  per  plan,  with  plank  steps  and  board  risers,  to  be  inclosed  on  one  side 
with  1{  inch  millworked  white  pine  plank,  planed  and  beaded  both  sides,  to  extend  3  feet  above  the  attio 
floor,  and  be  capped  on  top  to  form  railing  around  stairs. 


All  the  closets  to  be  properly  fitted  up  with  shelves,  &c. 
together  with  white  lead  in  the  joints. 


The  sink  to  be  made  of  stout  plank,  put 


Neat  pilaster  mantles  to  each  fireplace,  painted  imitation  of  marble,  and  varnished. 


Painting. 


All  the  work  usually  painted  to  have  two  good  coats  of  pure  American  white  lead  and  oil  paint. 


Stairs. 


Closets,  &c. 


SPECIFICATION  CONTINUED. 

The  stairs  as  shown  on  plans,  erected  with  ly  inch  strings,  moulded  steps,  and  board  risers  ;  the 
steps  glued,  wedded,  blocked,  and  tongued  together  at  both  angles  ;  to  have  moulded  rail  2\  by  3  inches, 
2  inch  balusters,  *  inch  newel,  fancy  turned.  All  of  St.  Domingo  mahogany,  and  well  varnished.  Put 
up  strong  stairs  leading  to  cellar. 

All  closets,  pantries,  and  clothes  presses,  to  be  fitted  up  with  shelves,  drawers,  &c.  The  sink  in 
kitchen  made  of  stout  plank,  put  together  with  white  lead  in  the  joints. 


piazza  &  Porch.  -pjjg  piazza  an(J  porch  as  shown  on  the  drawing.  The  floors  laid  with  narrow  millworked  white  pine 
plank,  in  full  lengths,  laid  with  white  lead  in  the  joints,  and  well  nailed.  The  roofs  to  be  planked 
with  millworked  roof  plank,  and  covered  with  one  cross  tin ;  to  have  small  leaders  to  each.  The 
ceiling  to  be  done  with  £  boards,  tongued  and  beaded.    The  whole  to  be  well  put  together. 


Mantles. 


The  mantles  framed  together,  and  have  pilasters,  with  cap  and  base,  &c,  and  painted  imitation  of 


marble,  and  varnished  two  coats. 


Painting. 


Bell. 


All  the  work  usually  painted,  to  have  two  good  coats  of  American  white  lead  and  oil  paint. 
One  bell  hung  in  the  kitchen,  with  copper  wire,  with  a  pull  at  front  door. 


Material*.  ^11  the  materials  used,  to  be  of  good  quality ;  and  all  the  work  done  in  the  best  workmanlike 

manner,  as  regards  strength  and  durability. 


PLATE  82. 


FRONT  ELEVATION. 
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PLATE  LXXXV 

PERSPECTIVE,    SHOWING    THE    FRONT    AND    SIDE     OF    1  -> €  BUILDING. 

PLATE  LXXXVI. 
FRONT    AND    SIDE  ELEVATIONS. 

PLATE  LXXXVII. 
FIRST    AND    SECOND    STORY  PLANS. 

PLATE  LXXXVIII. 

Details. — Fig.  1  Shows  the  Column,  Cornice,  &c,  of  Porch. — Fig.  2  and  3.  Section  and  Plan  of  French 
window,  &c.  A,  Top  rail  of  sash.  B,  Bottom  rail.  CC,  Meeting-stiles.  D,  Hanging-stile.  EE,  Siding. — Fig. 
4.  Turret. 

Estimate,  $1,800. 


MASON'S  SPECIFICATION 


Excavation*. 


Stonework. 


Brickwork 


Plastering. 


Excavate  all  the  earth  necessary  for  the  cellar,  &c,  and  level  the  earth  around  the  building. 

t 

There  will  be  a  base-course  composed  of  large  stone,  each  piece  reaching  entirely  across  the  course, 
and  projecting  at  least  6  inches,  each  side  of  the  work  resting  upon  it,  laid  edge  to  edge,  and  well 
flushed  up  with  spalls  and  mortar.  The  top  of  base-course  to  be  8  inches  below  the  cellar  floor.  The 
cellar  wall  from  the  base-course  to  the  first  story  flour,  will  be  18  inches  thick,  built  of  good  stone,  laid 
in  Thomaston  lime  and  sand  and  mortar.  Build  foundations  for  chimneys,  and  posts  of  piazza  and 
porch . 

The  chimneys  and  fireplaces  built  as  shown  on  the  plans,  of  good,  hard  burned  brick,  laid  in  best 
lime  and  sand  mortar.  The  kitchen  fireplace  to  have  blue  flag  hearth,  and  furnishsd  with  iron  crane. 
The  parlor  fireplace  to  have  brown  stone  facings  and  hearth.    The  chimney  caps  to  be  of  cement. 

All  the  partitions  and  ceilings  throughout  to  he  lathed  and  plastered,  two  good  coats  of  best  lime  and 
sharp  sand  and  hair  mortar.  The  parlors  and  halls  to  be  finished  with  a  coat  of  hard  finish,  and  have 
a  neat  cornice  ;  the  remainder  to  be  finished  with  a  skim  coat. 

The  grate  in  front  parlor  to  cost  10' dollars,  for  front  room  of  second  story  8  dollars,  all  set  complete. 


Materials. 


All  the  materials  used  to  be  of  good  quality,  and  the  work  executed  in  a  neat  and  substantial 
manner. 


Stories. 


Timber. 


Purring. 


Windows. 


Siding. 


Kool'»,  Cornices, 


Floors. 


Base. 


Doors. 


Trimmings. 


CARPENTER'S  SPECIFICATION. 

[FOR  SIZE  OF  BUILDING,  AND  ARRANGEMENT  SEE  PLAN.] 

Cellar  7  feet ;  first  story  9  feet ;  second  story  8  feet.  All  the  above  heights  are  to  be  in  the  clear 
when  finished. 

The  sills,  posts,  plates,  and  braces,  all  4  by  6  ;  interties,  trimmers,  and  trimmer-beams,  4  by  8  ; 
floor  beams,  3  by  8,  placed  20  inches  from  centres,  each  tier  to  have  one  row  of  2  by  4  cross-bridging. 
The  rafters  3  by  6,  placed  2  feet  from  centres.  Studding  to  be  done  with  3  by  4  joists,  placed  12 
inches  from  centres.    All  timber  not  otherwise  specified,  to  be  of  white  pine,  yard  timber. 

The  ceiling  of  second  story  to  be  furred  with  plank  strips,  16  inches  from  centres,  suspended  from 
the  rafters,  with  plank  hangers  4  feet  apart.  The  first  story  ceiling  to  be  cross-furred  with  strips  of 
hemlock  boards,  2  inches  wide,  placed  12  inches  from  centres. 

All  the  window-frames  are  to  be  made  for  French  sash  :  sash  2  inches  thick,  hung  with  butts,  and 
fastened  with  patent  French  knob,  latch,  and  flush  brass  spring  bolts.  The  glass  throughout  to  be  the 
first  quality.    American  cylinder,  well  selected,  and  glazed  in  the  best  manner. 

The  building  to  be  sided  with  £  inch,  white  pine  boards,  not  more  than  6  inches  wide,  neatly  dressed 
and  lapped  as  shown  on  Plate  80,  all  well  nailed  at  each  joist  and  post. 

The  roofs  all  boarded  with  sound  hemlock  boards  1  inch  thick  ;  and  shingled  with  best  white  pine 
shingles  laid  not  more  than  5^  inches  to  the  weather,  each  shingle  to  be  fastened  to  the  boards  with  2 
nails,  one  at  each  edge. 

The  cornices  and  projections  as  shown  on  elevations.  Two  3  inch  tin  leaders.  The  gutters  to  be 
lined  with  tin. 

The  floors  all  to  be  laid  with  good  quality  millworked,  l£  inch  white  pine  plank,  well  seasoned,  laid 
in  courses,  and  well  nailed.    Hearth  borders  to  all  hearths. 

The  parlors  and  hall,  to  have  a  neat  moulded  plank  base,  0  inches  high  ;  the  other  room  of  first  and 
second  stories,  to  have  7  inch  beaded  base  ;  closets  and  pantries  to  have  plain  bevelled  board  base  6 
inches  high.  The  wash  room  will  be  wainscoated  all  round  to  the  top  of  the  window  sills  and  capped 
on  top  with  nosing. 

The  outside  doors  will  be  2  inches  thick,  double  faced,  hung  with  butts,  and  two  of  them  fastened 
with  8  inch  front  door  locks,  the  other  two  will  have  6  inch  rim  locks,  and  proper  bolts.  The  folding 
doors  will  be  2  inches  thick  ;  all  other  doors  of  first  story  to  be  H  inches  thick,  made  in  4  pannels, 
double-faced,  hung  with  butts,  fastened  with  6  inch  rim  locks.  The  doors  of  second  story,  also  closet 
and  pantry  doors,  to  be  1^  inches  thick,  single-faced,  hung  with  butts,  fastened  with  5  inch  rim  locks, 
and  1\  inch  locks  to  closets.  All  doors  to  have  saddles  of  Georgia  pine,  and  hard  wood-turned  door 
stops  secured  to  the  base. 

The  windows  in  parlors  trimmed  with  panneled  backs.  The  doors  and  windows  in  parlors  and  hall, 
to  have  neat  architraves  7  inches  wide  ;  all  other  doors  and  windows  trimmed  with  5  inch  architraves. 


FRONT  ELEVATION. 


P/j  A  T  JJ  87. 
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PLATE  88. 


Fif.  3 

Fig  ' 


The  design  contained  in  this  number  was  originally  prepared  to  meet  the  views  of  a  resident  of  the  village  of 
Morrisania.  The  style  of  Architecture  is  peculiarly  adapted  to  village  or  country  residences  ;  and  the  interior 
arrangement  is  such  as  to  afford  ample  accommodations  for  a  small  family.  The  first  story  has  a  verandah  in  front, 
entrance  hall  and  stairs,  parlor  and  sitting-room,  kitchen  and  bed-room. 

The  second  story  contains  a  chamber  and  two  bed-rooms. 

PLATE  LXXXIX. 
PERSPECTIVE  VIEW, 
(showing  the  front  and  side  of  the  building.) 
PLATE  XC. 
FRONT    AND    SIDE  ELEVATION. 
PLATE  XCI. 
FIRST    AND    SECOND    STORY  PLANS. 
PLATE    XCI  I. 

Details. — Fig.  1,  Principal  Cornice. — Fig.  2,  Cornice,  and  Tracery  of  Verandah. — Fig.  8  shows  the  eleva 
tion  of  the  window,  and  Fig.  4  shows  the  door  opening  on  verandah. 

Estimate,  SHOO. 


CARPENTER'S  SPECIFICATION. 

For  size  of  building,  and  division  of  apartments,  see  the  drawings. 

Height  of  stories.    Cellar,  6  feet  6  inches  ;  first  story,  8  feet  6  inches  ;  second  story,  7  feet.    All  to  be  of  the  above 
heights  when  finished. 

Timber.  All  the  timber  not  otherwise  specified  to  be  of  good  quality  well  seasoned  Avhite  pine.    The  posts, 

sills  and  interties,  all  4  by  8  ;  the  plates  and  braces  4  by  6  ;  trimmers  and  trimming-beams  4  by  8  ; 
floor  beams  3  by  8,  placed  16  inches  apart  from  centres ;  each  tier  to  have  one  row  of  cross-bridging. 
Hip  rafters  4  by  6,  other  rafters  3  by  6,  placed  2  feet  apart  from  centres. 

studding  &  Fur-  All  the  studding  to  be  done  with  3  by  4  inch  hemlock  joists,  placed  16  inches  apart  from  centres  ; 
r,,,s.  the  door  and  window  studs  set  double.    The  upper  ceiling  to  be  furrred  down  level  with  wall-strips, 

placed  16  inches  apart  from  centres. 

windows.  AH  the  window-frames  to  be  made  for  double  hanging  the  sash  with  best  sash  cord  and  patent  pul- 

leys.   The  sash  all  to  be  1  ^  inches  thick,  glazed  with  American  cylinder  glass.    The  sash  of  first 
story  to  have  sash  fastenings  on  the  meeting  rails.    The  sash  of  cellar  windows  hung  with  butts  t 
plank  frames.,  and  fastened  with  bolts  etc. 


o 


DESIGN  NO. 


i— M  ASON'S  SPECIFICATION. 


s,tI'"S'  The  sides  of  the  building  to  be  covered  with  white  pine  siding  f  thick,  rabbeted  to  ^  inch  on  the 

lower  edge,  and  lap  one  inch.    The  siding  to  average  6  inches  wide. 
Roof  &  cornices.    The  roof  to  be  planked  with  mill-worked  roof  plank,  and  tinned  with  one  cross  tin,  well  soldered  and 

painted  two  coats  ;  the  rosin  to  be  scraped  off  before  painting.    One  2i  inch  and  two  3  inch  leaders  ;  of 

double  cross  tin.    The  gutters  to  be  lined  with  double  crossed  tin. 

All  the  floors  to  be  laid  with  1{  inch  white  pine,  mill-worked  floor  plank.  The  Verandah  floor  to  be 
laid  in  full  lengths,  with  white  lead  in  the  joints.  The  whole  to  be  well  seasoned.  Put  hearth-borders 
to  all  the  hearths. 

The  parlor,  hall,  and  sitting-room  of  first  story,  to  be  trimmed  with  6  inch  architraves ;  the  base  to 
be  8  inch  moulded  plank  base.  The  remainder  to  be  trimmed  with  5  inch  architraves,  and  beaded  base 
6  inches  high.    The  parlor  windows  to  be  trimmed  to  the  floor  with  moulded  and  paneled  backs. 


Floors. 


Trimmings. 


Doors. 


Stairs. 


Vernmlnli. 


lUnnlels. 


Painting. 


The  outside  doors  to  be  If  inches  thick,  moulded  both  sides,  hung  with  butts  and  fastened 
with  7  inch  rim  locks,  and  two  flush  bolts.  All  the  inside  doors  to  be  inches  thick,  moulded  both 
sides,  made  in  4  panels,  hung  with  butts  and  fastened  with  5  inch  rim  locks.  Closet  doors  1\  inches 
thick,  moulded  one  side,  hung  with  butts  and  fastened  with  right  and  left  closet  locks.  The  closets  to 
be  fitted  up  with  shelves,  drawers,  and  clothes  hooks,  where  required.  All  the  doors  to  have  Georgia  pine 
saddles,  and  hard  wood  turned  door  stops,  secured  to  the  base. 

The  stairs  as  per  plans  ;  erected  with  1 1  inch  strings  and  steps,  board  risers ;  tongued  and  glued 
together  at  both  angles.  The  cellar  stairs  to  have  plank  steps  dadoed  into  plank  strings.  The  newel 
and  balusters  to  be  fancy  turned;  the  newel  6  inches  diameter;  balusters,  l£  inches;  surmounted 
with  moulded  rail  ;  all  to  be  of  St.  Domingo  mahogany,  and  well  varnished. 

The  verandah,  as  per  elevation,  and  details  shown  on  plate  92.  The  roof  to  be  planked  and  tinned 
same  as  the  house,  and  ceiled  underneath  with  £  boards. 

All  the  fire-places  to  have  neat  pilaster  mantels,  painted  in  imitation  of  marble,  except  the  kitchen, 
which  is  to  have  plank  shelf,  supported  on  brackets. 

All  the  wood  and  other  work,  interior  and  exterior,  usually  painted,  to  have  two  good  coats  of  pure 
American  white  lead  and  oil  paint. 


nigging. 
Stone  Work. 


Brlek  Work. 


Plastering. 


Materials. 


MASON'S  SPECIFICATION. 

The  cellar  to  be  dug  to  the  depth  required,  and  the  earth  leveled  around  the  building. 

The  cellar  walls  to  be  18  inches  thick,  commenced  on  a  base-course  l!  inches  below  the  bottom  of  the 
cellar.  The  base-course  to  be  of  large  stones,  reaching  entirely  across,  and  projecting  6  inches  on  each 
side  of  the  walls.  The  foundation  under  verandah  to  be  commenced  3  feet  below  the  surface  of  the 
yard.  Build  proper  foundations  for  chimney  stacks.  All  to  be  of  good  building  stone,  laid  in  lime  and 
sand  mortar.    The  kitchen  fire-place  to  have  a  blue  flag  hearth. 

The  chimneys  and  fire-places  all  to  be  as  per  drawings  ;  the  flues  well  parged  and  left  clean.  The 
tops  to  be  laid  fair  with  selected  brick,  for  painting  ;  and  coped  with  brown  stone.  All  the  brick  work- 
to  be  of  good  hard  burnt  brick,  laid, in  lime  and  sand  mortar. 

The  building  to  be  lathed  and  plastered  throughout ;  two  good  coats  of  Thomaston  lime  and  sand  mor- 
tar, and  finished  with  a  skim  coat. 

All  the  materia' ;  used  to  be  of  good  quality,  and  all  the  work  to  be  done  in  a  substantial  and  -work- 
manlike manner. 


PLATE  90. 


PL,  ATE  9/. 


Ftrsf  Storjr. 


JojjATE  92. 


« 

This  is  a  specimen  of  Castellated  Gothic  Architecture.  The  location  of  buildings  in  this  style  should  always  be 
more  or  less  elevated  above  the  surrounding  country,  and  at  some  little  distance  from  the  highway.  The  banks  of 
our  "  noble  Hudson"  furnish  many  splendid  sites  for  buildings  in  this  style  of  architecture.  The  octagonal  tower  is 
peculiar  to  this  style  of  buildings,  and  no  feature  can  be  introduced  with  more  advantage  for  architectural  variety. 
In  this  design  the  first  and  second  stories  of  the  tower  are  occupied  by  the  stair-case  ;  and  the  third  story  is  intended 
for  an  observatory. 

This  design  was  furnished  by  Mr.  Amzi  Hill,  an  architect  of  this  city  ;  and  in  point  of  architectural  beauty  is  equal 
to  anything  that  has  yet  been  produced  for  a  country  residence. 

PLATE  XCIII. 

PERSPECTIVE  VIEW, 

(showing  front  and  end  elevations.) 
PLATE  XCIV. 
FRONT    AND    SIDE  ELEVATIONS. 

PLATE  XCV. 

FIRST    AND    SECOND    STORY  PLANS. 

PLATE  XCVI. 

Details. — Fig.  1.  Shows  the  Battlements. — Fig.  2.  Section  of  Battlement,  Gutter,  etc.  A.  the  Plate,  B.  the 
Rafter,  C.  a  plank  bracket  nailed  to  the  Plate,  to  support  the  Battlements.  D.,  a  plank  placed  lengthwise  along  the 
roof,  to  brace  the  Battlements,  and  form  the  Gutter. — Fig.  3.  Elevation  of  first  story  window. — Fig.  4.  Section 
through  the  head. — Fig.  5.  Section  through  the  sill. — Fig.  6.  Section  through  one  of  the  jambs. 

Estimate,  $2000. 


CARPENTER'S  SPECIFICATION. 

HefghtofStoriss.    The  cellar  7  feet;  first  story  9  feet ;  second  story  7  feet  6  inches.    All  other  dimensions,  and  the 
arrangement,  to  be  according  to  the  Drawings. 

All  the  timber  not  otherwise  specified,  to  be  the  best  merchantable  Eastern  or  Northern  white  pine  : 
free  from  all  defects.    The  framing  to  be  done  in  the  best  manner.    The  posts  of  the  Tower  to  be 
5  by  8  inches  ;  the  other  posts,  together  with  the  plates  and  sills,  4  by  8  ;  braces  4  by  6  ;  the  inter 
ties,  trimmers  and  trimming-beams  4  by  8  ;  all  placed  1(3  inches  from  centres  ;  floor  beams  3  by  8 , 
each  tier  to  have  one  row  of  2  by  4  cross-bridging  ;  rafters  3  by  6,  placed  2  feet  from  centres. 

All  studding  to  be  done  with  3  by  4  hemlock  joists,  placed  16  inches  from  centres  ;  door  and  win- 
dow studs  set  double.  All  partitions  set  before  the  floors  are  laid.  The  partitions  of  second  story  to 
support  the  rafters. 

The  second  story  ceiling  to  be  furred  level  with  plank  strips  set  16  inches  from  centres,  hung  to  the 
rafters. 

The  sides  of  the  building  to  be  covered  with  £  boards,  tongued  together,  as  shown  on  plate  96. 

The  roof  to  be  planked  with  ly  inch  mill-worked  roof  plank,  and  covered  with  one  cross  tin,  the  gutters 
which  are  formed  behind  the  battlements  to  be  lined  with  double  cross  tin,  which  is  to  extend  to  the 
top  of  battlements.  One  2  inch  leader  to  conduct  the  water  from  roof  of  tower  to  the  gutter  of  the 
main  building.  Two  3  inch,  and  two  2!,  inch  loaders  to  conduct  the  water  from  roof  of  main  building 
to  the  ground. 


Timber. 
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DESIGN   NO.   24— MASON'S  SPECIFICATION. 


Windows 
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Doors. 
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The  frames  all  made  as  per  elevations  and  detail  drawings ;  the  sash  to  be  2  inches  thick,  hung  with 
butts  and  fastened  with  bolts  and  knob  latch ;  and  all  glazed  with  the  best  quality  of  American  glass. 

All  the  floors  to  be  laid  with  1|  inch  white  pine,  mill-worked  flooring,  well  seasoned  ;  hearth  borders 
to  all  the  hearths. 

The  parlor  and  hall  of  first  story  to  have  8  inch  moulded  plank  base  ;  the  remainder  of  first  story, 
likewise  the  second  story,  to  have  6  inch  beaded  base. 

The  front  door  to  be  2  inches  thick  ;  the  rear  door  If  inches  thick  ;  all  other  doors  to  be  1|  inches 
thick ;  made  double  face,  in  four  panels  ;  hung  with  butts,  and  fastened  with  6  inch  rim  locks  ;  the  out- 
side doors  to  have  two  bolts  to  each.  The  doors  of  second  story  to  be  fastened  with  5  inch  rim  locks  ; 
closet  doors  l£  inches  thick,  hung  with  butts,  and  fastened  with  1\  inch*closet  door  locks.  All  to  be 
of  the  best  American  manufacture. 

The  doors  and  windows  of  first  story  trimmed  with  6  inch  architraves  ;  those  of  hall  and  parlor  or 
sitting-room  to  be  of  Gothic  design,  as  shown  on  section  of  window.  The  parlor  windows  trimmed  to 
the  floor,  with  panel  backs.    The  second  story  to  be  trimmed  on  a  plank  sill. 

The  stairs  to  be  erected  with  \\  inch  strings  and  steps,  with  board  risers,  tongued,  glued,  and  blocked 
together  at  both  angles.  The  stairs,  from  the  first  to  the  third  story  of  tower,  to  be  surmounted  with 
2|  by  3  inch  moulded  rail,  2  inch  balusters,  and  7  inch  newel.  All  of  best  St.  Domingo  mahogany,  and 
well  varnished.    The  stairs  furred  underneath,  for  plastering. 

All  to  be  fitted  up  with  shelves  and  drawers,  clothes  hooks,  etc. 

The  stoops  and  steps  shown  on  plans  and  elevations  to  be  erected  in  a  substantial  manner,  with  1{ 
inch  white  pine  steps  and  risers  ;  the  floors  laid  with  white  lead  in  the  joints. 

The  mantel  in  parlor  to  be  of  Gothic  design  ;  the  others  to  be  neat  pilaster  mantels  ;  all  painted  in  imi- 
tation of  marble,  and  varnished. 

All  the  work  usually  painted,  to  have  two  good  coats  of  pure  American  white  lead  and  oil  paint. 


Excavation*. 


Stonework. 


Brickwork 


Plastering. 


MASON'S  SPECIFICATION. 

Perform  all  necessary  excavations  for  cellar,  foundations,  etc.,  and  distribute  the  earth  around  the 
building,  where  required. 

The  cellar  walls  to  be  13  inches  thick,  started  on  a  base-course  8  inches  below  the  top  of  cellar 
floor.  The  base-course  to  be  composed  of  large  stones  laid  crosswise  under  the  walls,  and  projecting  6 
inches  each  side  of  the  work  it  supports.  All  of  good  blue  building  stone,  laid  in  lime  and  sand  mor- 
tar.   That  part  of  the  wall  above  the  surface  of  the  yard  to  be  faced  with  brick. 

The  chimneys  to  be  built  as  shown  on  plans,  and  have  tops  of  cement.  The  flues  to  be  plastered 
smooth.    All  to  be  of  good  hard  burnt  brick,  laid  in  best  lime  and  sand  mortar. 

The  first  and  second  stories  throughout  to  be  lathed  and  plastered  two  good  coats  of  best  Thomaston 
lime  and  sand  mortar,  and  finished  with  a  skim  coat,  except  the  parlor  and  hall  of  first  story,  which  is 
to  have  a  coat  of  hard  finish.    The  parlor  to  have  a  neat  cornice. 


Materials. 


All  the  materials  used  to  be  of  good  quality  ;  and  all  the  work  to  be  done  in  a  substantial  and  work- 
manlike manner. 
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